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LED ECO LIGHTING are proud to introduce our finest range of  architectural 

lighting  range, the original and versatile commercial lighting allows the designer to 

create very precise and customized lighting design without compromise

T e n  y e a r s

o r i g i n a l

d e s i g n

BRAND CULTURE



O R I E N T E D  L I G H T I N G
We believe that quality and flexibility in production can only be sustained by our own outstanding levels of in-house expertise along the full value chain. LEDECOLIGHTING 

operates all key manufacturing From electronics assembly to aluminum processing and die-casting, from plastics injection molding to metal stamping and bending and from 

turning and milling right up to painting and powder coating; everything is provided from a single source. This gives us and our customers the best possible control over quality and 

flexibility.

T E C H N O L O G Y
LEDECOLIGHTING has been supplying LED luminaries since 2008. We have over ten years of LED experience and ensured the highest quality of production. Starting with precise 

spectrometric analysis of LEDs in incoming goods control, through the use of optimized production lines for PCB assembly and high-end ESD assembly areas, right up to 

extensive testing of the finished product, everything is set out to achieve the highest manufacturing quality; for the perfectly developed and perfectly manufactured luminaries



Q U A L I T Y
LEDECOLIGHTING luminaries are manufactured to meet the most exacting requirements. Using the latest product development, production and 

testing processes and modern laboratories, combined with full certification to ISO 9001 and ISO 14001, ensures high-quality products with a long 
service life.

SERVICES

Successful cooperation is not only based on good products, we 

adhere 

to the "customer-centric" principle of service; We will provide 

customers with information and after-sales support services in the 

most timely and effective way to solve your problems. 
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1 2 3Deep reflective cup, providing anti-glare 

performance.

Deep reflection cup, UGR < 16, lengthen the distance between light source and light 

outlet, improve the anti-glare performance. The light is filtered by the reflecting cup 

and the anti-glare honeycomb to effectively reduce the excess light beam.

Dark light technology

Honeycomb Mesh, Effectively Prevent Excess 

Astigmatism.

Die-casting aluminium radiator with higher 

heat dissipation efficiency.

● Reflector cover 6 colors are optional to meet the needs of different occasions.

● Family design - full range of spotlights, different needs and different choices, face rings can choose a variety of styles.

● Suitable for high-end hotels, villas clubs, high-end residential, for your business life to provide a more comfortable and healthy lighting space.

anti-glare angle 60°

Cutoff angle 30°

1

2

3

355°30°

SPOTLIGHTXR SERIES

38°

3000K2700K 4000K

24°

5000KIP20
15°

UGR
<19

NEW
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REFLECTORS IN DIFFERENT COLOR

Sand gold White Silver Chrome BlackPearl Black

XR SERIES SPOTLIGHT

Independently designed product appearance

Snap-on modular structure, easy installation and maintenance.

Modularization Design

Module

direct down

circle with trim

twin head with trim 

square with circle

square with trim

square trimless

twin square with trim

twin square trimless

pine holecircular trimless

twin head trimless oval

Anti-glare hole

square hole

reflector

adjustable

30°
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Family design

According to lighting effect and facial rings, various styles and light effects can be 
selected. Each kind of facial ring has its own unique light effect.

XR SERIES SPOTLIGHT

Installation structure can keep smallpox simple, natural 

and visual consistency.

Multiple Installation
Structures

1

1

2

2

3

3

75mm aperture specifications have lens options, 
the whole lamp height is smaller, more suitable 
for low ceiling space scenarios.

Reflector cover is precisely designed, electroplated and 

nano-sprayed. It has high reflection efficiency and provides 

comfortable light with high efficiency.

Independently designed product appearance, 

Fastener modular structure, easy installation and 
maintenance.

102mm

lensReflective cup

94mm
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The lamp head can be rotated freely in all directions.

Let the light move with the heart and maximize the value of light.

Luminous efficiency

±30°
355°

XR SERIES SPOTLIGHT

2-30mm

Quickly tighten the screws for easy installation 

Suitable for all ceiling thicknesses up to 30mm.

2mm

2mm

15mm
30mm

30mm
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SPOTLIGHT

Comply MR16 Matching

Can be combined with different light source modules, different combination.

Free combination

Freely stitching like Tetris, providing enough illumination for high-rise spaces 

Square frame provides flexible lighting.

1+1>2

10W module

Infinite splicing of square boxes

MR16 circle

MR16 square

MR16 circle trimless

MR16 square trimless

MR16 twin circle

MR16 twin square

MR16 twin circle trimless

MR16 twin square trimless

15W module MR16 light source

XR SERIES MR16-Modularization Design 
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XR-SERIES

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-301E50

6W

Φ50mm

CREE

Φ60x75mm

XR-302E50

6W

Φ50mm

CREE

Φ60x78mm

XR-303E50

6W

Φ50mm

CREE

Φ60x75mm

XR-304E50

6W

Φ50mm

CREE

Φ60x78mm

2700K/3000K/4000K/5000K

308 lm/338 lm/354 lm/376 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

308 lm/338 lm/354 lm/376 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

283 lm/312 lm/326 lm/346 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

283 lm/312 lm/326 lm/346 lm

50000 h

IP20 / IP65

Photometric Photometric

D(cm) D(cm)

30.95

61.90

92.84

123.79

30.95

61.90

92.84

123.79

Beam Angle 15° 6W 3000K Beam Angle 15° 6W 3000K

1

2

3

4

1

2

3

4

1269/2095

317.3/523.8

141/232.8

79.33/130.9

1269/2095

317.3/523.8

141/232.8

79.33/130.9

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 6W 3000K Beam Angle 24° 6W 3000KBeam Angle 38° 6W 3000K Beam Angle 38° 6W 3000K

0°

90°90° 180°

2500

0°

90°90° 180°

2500

D(cm) D(cm)

39.4

78.79

118.19

157.58

39.4

78.79

118.19

157.58

1

2

3

4

1

2

3

4

1210/1863

302.4/465.7

134.4/207

75.61/116.4

1210/1863

302.4/465.7

134.4/207

75.61/116.4

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

2000

0°

90°90° 180°

2000

D(cm) D(cm)

51.04

102.08

153.13

204.17

51.04

102.08

153.13

204.17

1

2

3

4

1

2

3

4

776.4/1175

194.1/293.9

86.27/130.6

48.53/73.4

776.4/1175

194.1/293.9

86.27/130.6

48.53/73.4

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

1500

0°

90°90° 180°

1500

XR SERIES

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-301T50

6W

Φ50mm

CREE

107x75mm

XR-302T50

6W

Φ50mm

CREE

107x78mm

XR-303T50

6W

Φ50mm

CREE

107x75mm

XR-304T50

6W

Φ50mm

CREE

107x78mm

2700K/3000K/4000K/5000K

308 lm/338 lm/354 lm/376 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

308 lm/338 lm/354 lm/376 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

283 lm/312 lm/326 lm/346 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

283 lm/312 lm/326 lm/346 lm

50000 h

IP20 / IP65

SPOTLIGHTXR SERIES: 6W

Ø60 107Ø60 107

78 7875 75

Ø50mm Ø50mmØ50mm Ø50mm

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Honey comb Stripe

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Honey comb Stripe
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XR SERIES

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(LxWxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-301P50

6W

Φ50mm

CREE

60x60x75mm

XR-302P50

6W

Φ50mm

CREE

60x60x78mm

XR-303P50

6W

Φ50mm

CREE

60x60x75mm

XR-304P50

6W

Φ50mm

CREE

60x60x78mm

SPOTLIGHTXR SERIES : 6W

60x60 60x60

7875

Ø50mmØ50mm

Photometric

D(cm)

30.95

61.90

92.84

123.79

Beam Angle 15° 6W 3000K

1

2

3

4

1269/2095

317.3/523.8

141/232.8

79.33/130.9

H(m) Em(lux/klm)

Beam Angle 24° 6W 3000K Beam Angle 38° 6W 3000K

0°

90°90° 180°

2500

D(cm)

39.4

78.79

118.19

157.58

1

2

3

4

1210/1863

302.4/465.7

134.4/207

75.61/116.4

H(m) Em(lux/klm)

0°

90°90° 180°

2000

D(cm)

51.04

102.08

153.13

204.17

1

2

3

4

776.4/1175

194.1/293.9

86.27/130.6

48.53/73.4

H(m) Em(lux/klm)

0°

90°90° 180°

1500

2700K/3000K/4000K/5000K

308 lm/338 lm/354 lm/376 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

308 lm/338 lm/354 lm/376 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

283 lm/312 lm/326 lm/346 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

283 lm/312 lm/326 lm/346 lm

50000 h

IP20 / IP65

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Honey comb Stripe
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XR SERIES

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-301E70-2

2x6W

130xΦ68mm

CREE

140xΦ80x81mm

XR-302E70-2

2x6W

130xΦ68mm

CREE

140xΦ80x84mm

XR-303E70-2

2x6W

130xΦ68mm

CREE

140xΦ80x81mm

XR-304E70-2

2x6W

130xΦ68mm

CREE

140xΦ80x84mm

XR SERIES

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-301E70

6W

Φ70mm

CREE

Φ80x81mm

XR-302E70

6W

Φ70mm

CREE

Φ80x84mm

XR-03E70

6W

Φ70mm

CREE

Φ80x81mm

XR-304E70

6W

Φ70mm

CREE

Φ80x84mm

SPOTLIGHTXR SERIES : 6W

Ø80Ø80

8481

Ø70mmØ70mm

140xØ80140xØ80

8481

130xØ68mm

Photometric Photometric

D(cm) D(cm)

30.95

61.90

92.84

123.79

30.95

61.90

92.84

123.79

Beam Angle 15° 6W 3000K Beam Angle 15° 6W 3000K

1

2

3

4

1

2

3

4

1269/2095

317.3/523.8

141/232.8

79.33/130.9

1269/2095

317.3/523.8

141/232.8

79.33/130.9

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 6W 3000K Beam Angle 24° 6W 3000KBeam Angle 38° 6W 3000K Beam Angle 38° 6W 3000K

0°

90°90° 180°

2500

0°

90°90° 180°

2500

D(cm) D(cm)

39.4

78.79

118.19

157.58

39.4

78.79

118.19

157.58

1

2

3

4

1

2

3

4

1210/1863

302.4/465.7

134.4/207

75.61/116.4

1210/1863

302.4/465.7

134.4/207

75.61/116.4

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

2000

0°

90°90° 180°

2000

D(cm) D(cm)

51.04

102.08

153.13

204.17

51.04

102.08

153.13

204.17

1

2

3

4

1

2

3

4

776.4/1175

194.1/293.9

86.27/130.6

48.53/73.4

776.4/1175

194.1/293.9

86.27/130.6

48.53/73.4

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

1500

0°

90°90° 180°

1500

2700K/3000K/4000K/5000K

308 lm/338 lm/354 lm/376 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

308 lm/338 lm/354 lm/376 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

283 lm/312 lm/326 lm/346 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

283 lm/312 lm/326 lm/346 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

618 lm/680 lm/711 lm/754 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

618 lm/680 lm/711 lm/754 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

569 lm/625 lm/654 lm/694 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

569 lm/625 lm/654 lm/694 lm

50000 h

IP20 / IP65

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Honey comb Stripe

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Honey comb Stripe



018017

XR SERIESXR SERIES

UGR

CRI

Beam angle

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-301E70-4

6Wx4

130x130mm-R34

CREE

140x140x81mm

XR-301E70-3

6Wx3

190xΦ68mm

CREE

200xΦ80x81mm

XR-302E70-4

6Wx4

130x130mm-R34

CREE

140x140x84mm

XR-302E70-3

6Wx3

190xΦ68mm

CREE

200xΦ80x84mm

XR-303E70-4

6Wx4

130x130mm-R34

CREE

140x140x81mm

XR-303E70-3

6Wx3

190xΦ68mm

CREE

200xΦ80x81mm

XR-304E70-4

6Wx4

130x130mm-R34

CREE

140x140x84mm

XR-304E70-3

6Wx3

190xΦ68mm

CREE

200xΦ80x84mm

2700K/3000K/4000K/5000K

1234 lm/1357 lm/1419 lm/1505lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

926 lm/1019 lm/1065 lm/1130 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1234 lm/1357 lm/1419 lm/1505lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

926 lm/1019 lm/1065 lm/1130 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1135 lm/1249 lm/1306 lm/1385 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

852 lm/937 lm/978 lm/1039 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1135 lm/1249 lm/1306 lm/1385 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

852 lm/937 lm/978 lm/1039 lm

50000 h

IP20 / IP65

SPOTLIGHTXR SERIES  : 6W

200xØ80200xØ80

190xØ68mm

84 8481 81

140x140140x140
130x130mm

Photometric Photometric

D(cm) D(cm)

30.95

61.90

92.84

123.79

30.95

61.90

92.84

123.79

Beam Angle 15° 6W 3000K Beam Angle 15° 6W 3000K

1

2

3

4

1

2

3

4

1269/2095

317.3/523.8

141/232.8

79.33/130.9

1269/2095

317.3/523.8

141/232.8

79.33/130.9

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 6W 3000K Beam Angle 24° 6W 3000KBeam Angle 38° 6W 3000K Beam Angle 38° 6W 3000K

0°

90°90° 180°

2500

0°

90°90° 180°

2500

D(cm) D(cm)

39.4

78.79

118.19

157.58

39.4

78.79

118.19

157.58

1

2

3

4

1

2

3

4

1210/1863

302.4/465.7

134.4/207

75.61/116.4

1210/1863

302.4/465.7

134.4/207

75.61/116.4

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

2000

0°

90°90° 180°

2000

D(cm) D(cm)

51.04

102.08

153.13

204.17

51.04

102.08

153.13

204.17

1

2

3

4

1

2

3

4

776.4/1175

194.1/293.9

86.27/130.6

48.53/73.4

776.4/1175

194.1/293.9

86.27/130.6

48.53/73.4

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

1500

0°

90°90° 180°

1500

R34

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Honey comb Stripe

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Honey comb Stripe



020019

XR SERIES

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-301T70-2

2x6W

128xΦ68mm

CREE

186xΦ66x81mm

XR-302T70-2

2x6W

128xΦ68mmmm

CREE

186xΦ66x84mm

XR-303T70-2

2x6W

128xΦ68mmmm

CREE

186xΦ66x81mm

XR-04T70-2

2x6W

128xΦ68mmmm

CREE

186xΦ66x84mm

XR SERIES

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-301T70

6W

Φ70mm

CREE

126x81mm

XR-302T70

6W

Φ70mm

CREE

126x84mm

XR-303T70

6W

Φ70mm

CREE

126x81mm

XR-304T70

6W

Φ70mm

CREE

126x84mm

SPOTLIGHTXR SERIES  : 6W

126126

84 8481 81

Ø70mmØ70mm

Photometric Photometric

D(cm) D(cm)

30.95

61.90

92.84

123.79

30.95

61.90

92.84

123.79

Beam Angle 15° 6W 3000K Beam Angle 15° 6W 3000K

1

2

3

4

1

2

3

4

1269/2095

317.3/523.8

141/232.8

79.33/130.9

1269/2095

317.3/523.8

141/232.8

79.33/130.9

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 6W 3000K Beam Angle 24° 6W 3000KBeam Angle 38° 6W 3000K Beam Angle 38° 6W 3000K

0°

90°90° 180°

2500

0°

90°90° 180°

2500

D(cm) D(cm)

39.4

78.79

118.19

157.58

39.4

78.79

118.19

157.58

1

2

3

4

1

2

3

4

1210/1863

302.4/465.7

134.4/207

75.61/116.4

1210/1863

302.4/465.7

134.4/207

75.61/116.4

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

2000

0°

90°90° 180°

2000

D(cm) D(cm)

51.04

102.08

153.13

204.17

51.04

102.08

153.13

204.17

1

2

3

4

1

2

3

4

776.4/1175

194.1/293.9

86.27/130.6

48.53/73.4

776.4/1175

194.1/293.9

86.27/130.6

48.53/73.4

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

1500

0°

90°90° 180°

1500

186xØ66 186xØ66

2700K/3000K/4000K/5000K

308 lm/338 lm/354 lm/376 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

308 lm/338 lm/354 lm/376 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

283 lm/312 lm/326 lm/346 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

283 lm/312 lm/326 lm/346 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

618 lm/680 lm/711 lm/754 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

618 lm/680 lm/711 lm/754 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

569 lm/625 lm/654 lm/694 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

569 lm/625 lm/654 lm/694 lm

50000 h

IP20 / IP65

128xØ68mm
ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Honey comb Stripe

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Honey comb Stripe



022021

XR SERIESXR SERIES

UGR

CRI

Beam angle

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-301T70-2

6Wx4

130x128mm-R34

CREE

186x126x81mm

XR-301T70-3

6Wx3

188xΦ68mm

CREE

246xΦ66x81mm

XR-302T70-4

6Wx4

130x128mm-R34

CREE

186x126x84mm

XR-302T70-3

6Wx3

188xΦ68mm

CREE

246xΦ66x84mm

XR-303T70-4

6Wx4

130x128mm-R34

CREE

186x126x81mm

XR-303T70-3

6Wx3

188xΦ68mm

CREE

246xΦ66x81mm

XR-304T70-4

6Wx4

130x128mm-R34

CREE

186x126x84mm

XR-304T70-3

6Wx3

188xΦ68mm

CREE

246xΦ66x84mm

SPOTLIGHTXR SERIES  : 6W

Photometric Photometric

D(cm) D(cm)

30.95

61.90

92.84

123.79

30.95

61.90

92.84

123.79

Beam Angle 15° 6W 3000K Beam Angle 15° 6W 3000K

1

2

3

4

1

2

3

4

1269/2095

317.3/523.8

141/232.8

79.33/130.9

1269/2095

317.3/523.8

141/232.8

79.33/130.9

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 6W 3000K Beam Angle 24° 6W 3000KBeam Angle 38° 6W 3000K Beam Angle 38° 6W 3000K

0°

90°90° 180°

2500

0°

90°90° 180°

2500

D(cm) D(cm)

39.4

78.79

118.19

157.58

39.4

78.79

118.19

157.58

1

2

3

4

1

2

3

4

1210/1863

302.4/465.7

134.4/207

75.61/116.4

1210/1863

302.4/465.7

134.4/207

75.61/116.4

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

2000

0°

90°90° 180°

2000

D(cm) D(cm)

51.04

102.08

153.13

204.17

51.04

102.08

153.13

204.17

1

2

3

4

1

2

3

4

776.4/1175

194.1/293.9

86.27/130.6

48.53/73.4

776.4/1175

194.1/293.9

86.27/130.6

48.53/73.4

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

1500

0°

90°90° 180°

1500

8484 8181

246xØ66 246xØ66
186x126 186x126

2700K/3000K/4000K/5000K

1234 lm/1357 lm/1419 lm/1505lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

926 lm/1019 lm/1065 lm/1130 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1234 lm/1357 lm/1419 lm/1505lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

926 lm/1019 lm/1065 lm/1130 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1135 lm/1249 lm/1306 lm/1385 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

852 lm/937 lm/978 lm/1039 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1135 lm/1249 lm/1306 lm/1385 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

852 lm/937 lm/978 lm/1039 lm

50000 h

IP20 / IP65

188xØ68mm
130x128mm

R34

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Honey comb Stripe

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Honey comb Stripe



024023

XR SERIES XR SERIES

UGR

CRI

Beam angle

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-301E75

12W

Φ75mm

CREE

Φ86x104mm

XR-301T75

12W

Φ75mm

CREE

134x104mm

XR-302E75

12W

Φ75mm

CREE

Φ86x109mm

XR-302T75

12W

Φ75mm

CREE

134x109mm

XR-303E75

12W

Φ75mm

CREE

Φ86x104mm

XR-303T75

12W

Φ75mm

CREE

134x104mm

XR-304E75

12W

Φ75mm

CREE

Φ86x109mm

XR-304T75

12W

Φ75mm

CREE

134x109mm

2700K/3000K/4000K/5000K

722 lm/794 lm/830 lm/881 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

722 lm/794 lm/830 lm/881 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

722 lm/794 lm/830 lm/881 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

722 lm/794 lm/830 lm/881 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

664 lm/731 lm/764 lm/810 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

664 lm/731 lm/764 lm/810 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

664 lm/731 lm/764 lm/810 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

664 lm/731 lm/764 lm/810 lm

50000 h

IP20 / IP65

 Photometric Photometric

SPOTLIGHTXR SERIES : 12W

D(cm) D(cm)

28.79

57.57

86.36

115.14

28.79

57.57

86.36

115.14

Beam Angle 15° 12W  3000K Beam Angle 15° 12W  3000K

1

2

3

4

1

2

3

4

4163/6413

1041/1603

462.5/712.5

260.2/400.8

4163/6413

1041/1603

462.5/712.5

260.2/400.8

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 12W  3000K Beam Angle 24° 12W  3000KBeam Angle 38° 12W  3000K Beam Angle 38° 12W  3000K

0°

90°90° 180°

6500

0°

90°90° 180°

6500

D(cm) D(cm)

38.6

77.2

115.8

154.4

38.6

77.2

115.8

154.4

1

2

3

4

1

2

3

4

2399/3725

600/931.3

266.6/414

150/232.8

2399/3725

600/931.3

266.6/414

150/232.8

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

4000

0°

90°90° 180°

4000

D(cm) D(cm)

57.87

115.74

173.61

231.48

57.87

115.74

173.61

231.48

1

2

3

4

1

2

3

4

1804/2612

451/653.1

200.5/290.3

112.8/163.3

1804/2612

451/653.1

200.5/290.3

112.8/163.3

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

3000

0°

90°90° 180°

3000

Ø86Ø86 134 134

109 109104 104

Ø75mmØ75mm Ø75mm Ø75mm

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Soft LensHoney comb Square Stripe

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Soft LensHoney comb Square Stripe



026025

XR SERIES

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-305E75

12W

Φ75mm

CREE

Φ86x109mm

XR-305T75

12W

Φ75mm

CREE

Φ134x109mm

XR-305P75

12W

Φ75mm

CREE

86x86x109mm

2700K/3000K/4000K/5000K

614 lm/675 lm/706 lm/749 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

614 lm/675 lm/706 lm/749 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

614 lm/675 lm/706 lm/749 lm

50000 h

IP20 / IP65

SPOTLIGHTXR SERIES : 12W

XR SERIES

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-301P75

12W

Φ75mm

CREE

86x86x104mm

XR-302P75

12W

Φ75mm

CREE

86x86x109mm

XR-303P75

12W

Φ75mm

CREE

86x86x104mm

XR-304P75

12W

Φ75mm

CREE

86x86x109mm

86x86 86x86 86x86Ø86

109109

Ø75mmØ75mm

109104

Ø75mmØ75mm

Ø134

109

Ø75mm

Photometric Photometric

D(cm) D(cm)

28.79

57.57

86.36

115.14

28.79

57.57

86.36

115.14

Beam Angle 15° 12W  3000K Beam Angle 15° 12W  3000K

1

2

3

4

1

2

3

4

4163/6413

1041/1603

462.5/712.5

260.2/400.8

4163/6413

1041/1603

462.5/712.5

260.2/400.8

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 12W  3000K Beam Angle 24° 12W  3000KBeam Angle 38° 12W  3000K Beam Angle 38° 12W  3000K

0°

90°90° 180°

6500

0°

90°90° 180°

6500

D(cm) D(cm)

38.6

77.2

115.8

154.4

38.6

77.2

115.8

154.4

1

2

3

4

1

2

3

4

2399/3725

600/931.3

266.6/414

150/232.8

2399/3725

600/931.3

266.6/414

150/232.8

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

4000

0°

90°90° 180°

4000

D(cm) D(cm)

57.87

115.74

173.61

231.48

57.87

115.74

173.61

231.48

1

2

3

4

1

2

3

4

1804/2612

451/653.1

200.5/290.3

112.8/163.3

1804/2612

451/653.1

200.5/290.3

112.8/163.3

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

3000

0°

90°90° 180°

3000

2700K/3000K/4000K/5000K

722 lm/794 lm/830 lm/881 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

722 lm/794 lm/830 lm/881 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

664 lm/731 lm/764 lm/810 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

664 lm/731 lm/764 lm/810 lm

50000 h

IP20 / IP65

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Soft LensHoney comb Square Stripe



028027

XR SERIES XR SERIES

UGR

CRI

Beam angle

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-301E75-2

2x12W

182xΦ92mm

CREE

194xΦ104x109mm

XR-301T75-2

2x12W

180xΦ92mm

CREE

180xΦ145x109mm

XR-302E75-2

2x12W

182xΦ92mm

CREE

194xΦ104x113mm

XR-302T75-2

2x12W

180xΦ92mm

CREE

180xΦ145x113mm

XR-303E75-2

2x12W

182xΦ92mm

CREE

194xΦ104x109mm

XR-303T75-2

2x12W

180xΦ92mm

CREE

180xΦ145x109mm

XR-304E75-2

2x12W

182xΦ92mm

CREE

194xΦ104x113mm

XR-304T75-2

2x12W

180xΦ92mm

CREE

180xΦ145x113mm

2700K/3000K/4000K/5000K

1446 lm/1591 lm/1663 lm/1764 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1446 lm/1591 lm/1663 lm/1764lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1446 lm/1591 lm/1663 lm/1764 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1446 lm/1591 lm/1663 lm/1764lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1330 lm/1463 lm/1530 lm/1623 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1330 lm/1463 lm/1530 lm/1623 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1330 lm/1463 lm/1530 lm/1623 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1330 lm/1463 lm/1530 lm/1623 lm

50000 h

IP20 / IP65

SPOTLIGHTXR SERIES : 12W

194xØ104 180xØ145194xØ104 180xØ145

109 109113 113

Photometric Photometric

D(cm) D(cm)

28.79

57.57

86.36

115.14

28.79

57.57

86.36

115.14

Beam Angle 15° 12W  3000K Beam Angle 15° 12W  3000K

1

2

3

4

1

2

3

4

4163/6413

1041/1603

462.5/712.5

260.2/400.8

4163/6413

1041/1603

462.5/712.5

260.2/400.8

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 12W  3000K Beam Angle 24° 12W  3000KBeam Angle 38° 12W  3000K Beam Angle 38° 12W  3000K

0°

90°90° 180°

6500

0°

90°90° 180°

6500

D(cm) D(cm)

38.6

77.2

115.8

154.4

38.6

77.2

115.8

154.4

1

2

3

4

1

2

3

4

2399/3725

600/931.3

266.6/414

150/232.8

2399/3725

600/931.3

266.6/414

150/232.8

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

4000

0°

90°90° 180°

4000

D(cm) D(cm)

57.87

115.74

173.61

231.48

57.87

115.74

173.61

231.48

1

2

3

4

1

2

3

4

1804/2612

451/653.1

200.5/290.3

112.8/163.3

1804/2612

451/653.1

200.5/290.3

112.8/163.3

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

3000

0°

90°90° 180°

3000

180xØ92mm182xØ94mm
ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Soft LensHoney comb Square Stripe

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Soft LensHoney comb Square Stripe



030029

XR SERIES XR SERIES

UGR

CRI

Beam angle

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-301E75-2

2x12W

182xΦ92mm

CREE

194xΦ104x113mm

XR-305T75-2

2x12W

180xΦ92mm

CREE

180xΦ145x113mm

2700K/3000K/4000K/5000K

1229 lm/1352 lm/1413 lm/1500 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1229 lm/1352 lm/1413 lm/1500 lm

50000 h

IP20 / IP65

SPOTLIGHTXR SERIES : 12W

113 113

Photometric Photometric

D(cm) D(cm)

28.79

57.57

86.36

115.14

28.79

57.57

86.36

115.14

Beam Angle 15° 12W  3000K Beam Angle 15° 12W  3000K

1

2

3

4

1

2

3

4

4163/6413

1041/1603

462.5/712.5

260.2/400.8

4163/6413

1041/1603

462.5/712.5

260.2/400.8

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 12W  3000K Beam Angle 24° 12W  3000KBeam Angle 38° 12W  3000K Beam Angle 38° 12W  3000K

0°

90°90° 180°

6500

0°

90°90° 180°

6500

D(cm) D(cm)

38.6

77.2

115.8

154.4

38.6

77.2

115.8

154.4

1

2

3

4

1

2

3

4

2399/3725

600/931.3

266.6/414

150/232.8

2399/3725

600/931.3

266.6/414

150/232.8

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

4000

0°

90°90° 180°

4000

D(cm) D(cm)

57.87

115.74

173.61

231.48

57.87

115.74

173.61

231.48

1

2

3

4

1

2

3

4

1804/2612

451/653.1

200.5/290.3

112.8/163.3

1804/2612

451/653.1

200.5/290.3

112.8/163.3

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

3000

0°

90°90° 180°

3000

180xØ92mm182xØ94mm

194xØ104 180xØ145



032031

XR SERIES

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-302E82

12W

82x82mm

CREE

89x89x115mm

XR-303E82

12W

82x82mm

CREE

89x89x120mm

XR-302T82

12W

82x80mm

CREE

131x78x115mm

XR-303T82

12W

82x80mm

CREE

131x78x120mm

SPOTLIGHTXR SERIES : 12W

XR SERIES

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-302E82-2

2x12W

163x80mm

CREE

173x89x115mm

XR-303E82-2

2x12W

163x80mm

CREE

173x89x120mm

XR-302T82-2

2x12W

163x80mm

CREE

215x77x115mm

XR-303T82-2

2x12W

163x80mm

CREE

215x77x120mm

173x89 215x77215x77173x89

115115 120120

89x89 131x78 131x7889x89

120120 115115

82x82mm 82x80mm 82x80mm82x82mm

163x80mm

Photometric Photometric

D(cm) D(cm)

28.79

57.57

86.36

115.14

28.79

57.57

86.36

115.14

Beam Angle 15° 12W  3000K Beam Angle 15° 12W  3000K

1

2

3

4

1

2

3

4

4163/6413

1041/1603

462.5/712.5

260.2/400.8

4163/6413

1041/1603

462.5/712.5

260.2/400.8

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 12W  3000K Beam Angle 24° 12W  3000KBeam Angle 38° 12W  3000K Beam Angle 38° 12W  3000K

0°

90°90° 180°

6500

0°

90°90° 180°

6500

D(cm) D(cm)

38.6

77.2

115.8

154.4

38.6

77.2

115.8

154.4

1

2

3

4

1

2

3

4

2399/3725

600/931.3

266.6/414

150/232.8

2399/3725

600/931.3

266.6/414

150/232.8

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

4000

0°

90°90° 180°

4000

D(cm) D(cm)

57.87

115.74

173.61

231.48

57.87

115.74

173.61

231.48

1

2

3

4

1

2

3

4

1804/2612

451/653.1

200.5/290.3

112.8/163.3

1804/2612

451/653.1

200.5/290.3

112.8/163.3

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

3000

0°

90°90° 180°

3000

2700K/3000K/4000K/5000K

1446 lm/1591 lm/1663 lm/1764 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1446 lm/1591 lm/1663 lm/1764 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1446 lm/1591 lm/1663 lm/1764 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1446 lm/1591 lm/1663 lm/1764 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

722 lm/794 lm/830 lm/881 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

722 lm/794 lm/830 lm/881 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

722 lm/794 lm/830 lm/881 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

722 lm/794 lm/830 lm/881 lm

50000 h

IP20 / IP65

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Soft LensHoney comb Square Stripe

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Soft LensHoney comb Square Stripe



034033

XR SERIES XR SERIES

UGR

CRI

Beam angle

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-301E95

20W

Φ95mm

CREE

Φ106x119mm

XR-301T95

20W

Φ95mm

CREE

162x119mm

XR-302E95

20W

Φ95mm

CREE

Φ106x126mm

XR-302T95

20W

Φ95mm

CREE

162x126mm

XR-303E95

20W

Φ95mm

CREE

Φ106x119mm

XR-303T95

20W

Φ95mm

CREE

162x119mm

XR-304E95

20W

Φ95mm

CREE

Φ106x126mm

XR-304T95

20W

Φ95mm

CREE

162x126mm

SPOTLIGHTXR SERIES : 20W

Ø106 Ø106 162 162

126 126119 119

Ø95mm Ø95mm Ø95mm Ø95mm

2700K/3000K/4000K/5000K

1023 lm/1125 lm/1176 lm/1248 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1023 lm/1125 lm/1176 lm/1248 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1023 lm/1125 lm/1176 lm/1248 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1023 lm/1125 lm/1176 lm/1248 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

941 lm/1035 lm/1082 lm/1148 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

941 lm/1035 lm/1082 lm/1148 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

941 lm/1035 lm/1082 lm/1148 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

941 lm/1035 lm/1082 lm/1148 lm

50000 h

IP20 / IP65

Photometric Photometric

D(cm) D(cm)

26.26

52.52

78.78

105.05

26.26

52.52

78.78

105.05

Beam Angle 15° 20W  3000K Beam Angle 15° 20W  3000K

1

2

3

4

1

2

3

4

5771/8713

1443/2178

641.2/968

360.7/544.5

5771/8713

1443/2178

641.2/968

360.7/544.5

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 20W  3000K Beam Angle 24° 20W  3000KBeam Angle 38° 20W  3000K Beam Angle 38° 20W  3000K

0°

90°90° 180°

8500

0°

90°90° 180°

8500

D(cm) D(cm)

37.05

74.09

111.14

148.18

37.05

74.09

111.14

148.18

1

2

3

4

1

2

3

4

3618/5464

904.6/1366

402.1/607.11

226.2/341.5

3618/5464

904.6/1366

402.1/607.11

226.2/341.5

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

5500

0°

90°90° 180°

5500

D(cm) D(cm)

62.1

124.2

186.31

248.41

62.1

124.2

186.31

248.41

1

2

3

4

1

2

3

4

1891/2885

472.8/721.1

210.1/320.5

118.2/180.3

1891/2885

472.8/721.1

210.1/320.5

118.2/180.3

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

3000

0°

90°90° 180°

3000

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Honey comb Stripe

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Honey comb Stripe



036035

XR SERIES

SPOTLIGHTXR SERIES  : 20W

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-305E95

20W

Φ95mm

CREE

Φ106x126mm

XR-305T95

20W

Φ95mm

CREE

162x126mm

XR-05P95

20W

Φ95mm

CREE

106x106x126mm

XR SERIES

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-301P95

20W

Φ95mm

CREE

106x106x119mm

XR-302P95

20W

Φ95mm

CREE

106x106x126mm

XR-303P95

20W

Φ95mm

CREE

106x106x119mm

XR-304P95

20W

Φ95mm

CREE

106x106x126mm

106x106 106x106 106x106

126119

Ø95mm Ø95mm Ø95mm

162

Ø95mm

Ø106

126 126 126

Ø95mm

2700K/3000K/4000K/5000K

870 lm/957 lm/1000 lm/1061 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

870 lm/957 lm/1000 lm/1061 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

870 lm/957 lm/1000 lm/1061 lm

50000 h

IP20 / IP65

Photometric Photometric

D(cm) D(cm)

26.26

52.52

78.78

105.05

26.26

52.52

78.78

105.05

Beam Angle 15° 20W  3000K Beam Angle 15° 20W  3000K

1

2

3

4

1

2

3

4

5771/8713

1443/2178

641.2/968

360.7/544.5

5771/8713

1443/2178

641.2/968

360.7/544.5

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 20W  3000K Beam Angle 24° 20W  3000KBeam Angle 38° 20W  3000K Beam Angle 38° 20W  3000K

0°

90°90° 180°

8500

0°

90°90° 180°

8500

D(cm) D(cm)

37.05

74.09

111.14

148.18

37.05

74.09

111.14

148.18

1

2

3

4

1

2

3

4

3618/5464

904.6/1366

402.1/607.11

226.2/341.5

3618/5464

904.6/1366

402.1/607.11

226.2/341.5

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

5500

0°

90°90° 180°

5500

D(cm) D(cm)

62.1

124.2

186.31

248.41

62.1

124.2

186.31

248.41

1

2

3

4

1

2

3

4

1891/2885

472.8/721.1

210.1/320.5

118.2/180.3

1891/2885

472.8/721.1

210.1/320.5

118.2/180.3

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

3000

0°

90°90° 180°

3000

2700K/3000K/4000K/5000K

1023 lm/1125 lm/1176 lm/1248 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1023 lm/1125 lm/1176 lm/1248 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

941 lm/1035 lm/1082 lm/1148 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

941 lm/1035 lm/1082 lm/1148 lm

50000 h

IP20 / IP65

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Honey comb Stripe



038037

XR SERIES XR SERIES

UGR

CRI

Beam angle

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-301E95-2

2x20W

225xΦ115mm

CREE

240xΦ128x126mm

XR-301T95-2

2x20W

225xΦ115mm

CREE

224xΦ165x126mm

XR-302E95-2

2x20W

225xΦ115mm

CREE

240xΦ128x131mm

XR-302T95-2

2x20W

225xΦ115mm

CREE

224xΦ165x131mm

XR-303E95-2

2x20W

225xΦ115mm

CREE

240xΦ128x126mm

XR-303T95-2

2x20W

225xΦ115mm

CREE

224xΦ165x126mm

XR-304E95-2

2x20W

225xΦ115mm

CREE

240xΦ128x131mm

XR-304T95-2

2x20W

225xΦ115mm

CREE

224xΦ165x131mm

SPOTLIGHTXR SERIES : 20W

224xØ165240xØ128240xØ128 224xØ165

126 126131 131

2700K/3000K/4000K/5000K

2048 lm/2253 lm/2355 lm/2499 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

2048 lm/2253 lm/2355 lm/2499 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

2048 lm/2253 lm/2355 lm/2499 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

2048 lm/2253 lm/2355 lm/2499 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1884 lm/2073 lm/2167 lm/2299 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1884 lm/2073 lm/2167 lm/2299 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1884 lm/2073 lm/2167 lm/2299 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1884 lm/2073 lm/2167 lm/2299 lm

50000 h

IP20 / IP65

 Photometric Photometric

D(cm) D(cm)

26.26

52.52

78.78

105.05

26.26

52.52

78.78

105.05

Beam Angle 15° 20W  3000K Beam Angle 15° 20W  3000K

1

2

3

4

1

2

3

4

5771/8713

1443/2178

641.2/968

360.7/544.5

5771/8713

1443/2178

641.2/968

360.7/544.5

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 20W  3000K Beam Angle 24° 20W  3000KBeam Angle 38° 20W  3000K Beam Angle 38° 20W  3000K

0°

90°90° 180°

8500

0°

90°90° 180°

8500

D(cm) D(cm)

37.05

74.09

111.14

148.18

37.05

74.09

111.14

148.18

1

2

3

4

1

2

3

4

3618/5464

904.6/1366

402.1/607.11

226.2/341.5

3618/5464

904.6/1366

402.1/607.11

226.2/341.5

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

5500

0°

90°90° 180°

5500

D(cm) D(cm)

62.1

124.2

186.31

248.41

62.1

124.2

186.31

248.41

1

2

3

4

1

2

3

4

1891/2885

472.8/721.1

210.1/320.5

118.2/180.3

1891/2885

472.8/721.1

210.1/320.5

118.2/180.3

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

3000

0°

90°90° 180°

3000

225xØ115mm 225xØ115mm
ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Honey comb Stripe

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Honey comb Stripe



040039

XR SERIES XR SERIES

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

Photometric Photometric

SPOTLIGHT

<19

≥80/≥90

15°/24°/38°

XR-301E95-2

2x20W

225xΦ115mm

CREE

240xΦ128x131mm

XR SERIES : 20W

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

XR-305T95-2

2x20W

225xΦ115mm

CREE

224xΦ165x131mm

D(cm) D(cm)

26.26

52.52

78.78

105.05

26.26

52.52

78.78

105.05

Beam Angle 15° 20W  3000K Beam Angle 15° 20W  3000K

1

2

3

4

1

2

3

4

5771/8713

1443/2178

641.2/968

360.7/544.5

5771/8713

1443/2178

641.2/968

360.7/544.5

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 20W  3000K Beam Angle 24° 20W  3000KBeam Angle 38° 20W  3000K Beam Angle 38° 20W  3000K

0°

90°90° 180°

8500

0°

90°90° 180°

8500

D(cm) D(cm)

37.05

74.09

111.14

148.18

37.05

74.09

111.14

148.18

1

2

3

4

1

2

3

4

3618/5464

904.6/1366

402.1/607.11

226.2/341.5

3618/5464

904.6/1366

402.1/607.11

226.2/341.5

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

5500

0°

90°90° 180°

5500

D(cm) D(cm)

62.1

124.2

186.31

248.41

62.1

124.2

186.31

248.41

1

2

3

4

1

2

3

4

1891/2885

472.8/721.1

210.1/320.5

118.2/180.3

1891/2885

472.8/721.1

210.1/320.5

118.2/180.3

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

3000

0°

90°90° 180°

3000

131 131

2700K/3000K/4000K/5000K

1741 lm/1915 lm/2002 lm/2124 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1741 lm/1915 lm/2002 lm/2124 lm

50000 h

IP20 / IP65

240xØ128 224xØ165

225xØ115mm 225xØ115mm



042041

XR SERIES XR SERIES

UGR

CRI

Beam angle

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-301E120

30W

Φ120mm

CREE

Φ132x145mm

XR-01T120

30W

Φ120mm

CREE

185x145mm

XR-302E120

30W

Φ120mm

CREE

Φ132x155mm

XR-302T120

30W

Φ120mm

CREE

185x150mm

XR-305E120

30W

Φ120mm

CREE

Φ132x155mm

XR-305T120

30W

Φ120mm

CREE

185x150mm

2700K/3000K/4000K/5000K

1502 lm/1652 lm/1727 lm/1832 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1502 lm/1652 lm/1727 lm/1832 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1502 lm/1652 lm/1727 lm/1832 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1502 lm/1652 lm/1727 lm/1832 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1277 lm/1404 lm/1468 lm/1558 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1277 lm/1404 lm/1468 lm/1558 lm

50000 h

IP20 / IP65

Photometric  Photometric

SPOTLIGHTXR SERIES : 30W

D(cm) D(cm)

32.9

65.8

98.7

131.6

32.9

65.8

98.7

131.6

Beam Angle 15° 30W  3000K Beam Angle 15° 30W  3000K

1

2

3

4

1

2

3

4

6970/10506

1742/2627

774.4/1167

435.6/656.6

6970/10506

1742/2627

774.4/1167

435.6/656.6

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 30W  3000K Beam Angle 24° 30W  3000K

0°

90°90° 180°

15000

0°

90°90° 180°

15000

D(cm) D(cm)

45.94

91.89

137.83

183.78

45.94

91.89

137.83

183.78

1

2

3

4

1

2

3

4

4649/7063

1162/1766

516.6/784.8

290.6/441.4

4649/7063

1162/1766

516.6/784.8

290.6/441.4

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

7000

0°

90°90° 180°

7000

Ø132 Ø132 185 185

155 150145 145

Ø120mmØ120mm Ø120mmØ120mm

Beam Angle 38° 30W  3000K Beam Angle 38° 30W  3000K

D(cm) D(cm)

65.56

131.11

196.67

262.22

65.56

131.11

196.67

262.22

1

2

3

4

1

2

3

4

2765/4134

691.3/1033

307.2/459.3

172.8/258.4

2765/4134

691.3/1033

307.2/459.3

172.8/258.4

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

4500

0°

90°90° 180°

4500

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Soft LensHoney comb Square Stripe

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Soft LensHoney comb Square Stripe



044043

SPOTLIGHTXR SERIES : 30W

XR SERIES

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(LxWxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-301P120

30W

Φ120mm

CREE

133x133x145mm

XR-302P120

30W

Φ120mm

CREE

133x133x155mm

XR-305P120

30W

Φ120mm

CREE

133x133x155mm

133x133 133x133

155145

Ø120mmØ120mm

Photometric

D(cm)

32.9

65.8

98.7

131.6

Beam Angle 15° 30W  3000K

1

2

3

4

6970/10506

1742/2627

774.4/1167

435.6/656.6

H(m) Em(lux/klm)

Beam Angle 24° 30W  3000K

0°

90°90° 180°

15000

D(cm)

45.94

91.89

137.83

183.78

1

2

3

4

4649/7063

1162/1766

516.6/784.8

290.6/441.4

H(m) Em(lux/klm)

0°

90°90° 180°

7000

Beam Angle 38° 30W  3000K

D(cm)

65.56

131.11

196.67

262.22

1

2

3

4

2765/4134

691.3/1033

307.2/459.3

172.8/258.4

H(m) Em(lux/klm)

0°

90°90° 180°

4500

2700K/3000K/4000K/5000K

1502 lm/1652 lm/1727 lm/1832 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1502 lm/1652 lm/1727 lm/1832 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1277 lm/1404 lm/1468 lm/1558 lm

50000 h

IP20 / IP65

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Soft LensHoney comb Square Stripe



046045

XR SERIES XR SERIES

UGR

CRI

Beam angle

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XR-301E120-2

2x30W

280xΦ140mm

CREE

296xΦ150x150mm

XR-301T120-2

2x30W

280xΦ140mm

CREE

278xΦ195x126mm

XR-302E120-2

2x30W

280xΦ140mm

CREE

296xΦ150x161mm

XR-302T120-2

2x30W

280xΦ140mm

CREE

278xΦ195x131mm

XR-301E120-2

2x30W

280xΦ140mm

CREE

296xΦ150x161mm

XR-305T120-2

2x30W

280xΦ140mm

CREE

278xΦ195x131mm

SPOTLIGHTXR SERIES: 30W

278xØ195296xØ150296xØ150 278xØ195

150 126161 131

2700K/3000K/4000K/5000K

3006 lm/3307 lm/3457 lm/3667 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

3006 lm/3307 lm/3457 lm/3667 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

3006 lm/3307 lm/3457 lm/3667 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

3006 lm/3307 lm/3457 lm/3667 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

2555 lm/2811 lm/2938 lm/3117 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

2555 lm/2811 lm/2938 lm/3117 lm

50000 h

IP20 / IP65

Photometric Photometric

D(cm) D(cm)

32.9

65.8

98.7

131.6

32.9

65.8

98.7

131.6

Beam Angle 15° 30W  3000K Beam Angle 15° 30W  3000K

1

2

3

4

1

2

3

4

6970/10506

1742/2627

774.4/1167

435.6/656.6

6970/10506

1742/2627

774.4/1167

435.6/656.6

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 30W  3000K Beam Angle 24° 30W  3000K

0°

90°90° 180°

15000

0°

90°90° 180°

15000

D(cm) D(cm)

45.94

91.89

137.83

183.78

45.94

91.89

137.83

183.78

1

2

3

4

1

2

3

4

4649/7063

1162/1766

516.6/784.8

290.6/441.4

4649/7063

1162/1766

516.6/784.8

290.6/441.4

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

7000

0°

90°90° 180°

7000

Beam Angle 38° 30W  3000K Beam Angle 38° 30W  3000K

D(cm) D(cm)

65.56

131.11

196.67

262.22

65.56

131.11

196.67

262.22

1

2

3

4

1

2

3

4

2765/4134

691.3/1033

307.2/459.3

172.8/258.4

2765/4134

691.3/1033

307.2/459.3

172.8/258.4

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

4500

0°

90°90° 180°

4500

280xØ140mm 280xØ140mm
ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Soft LensHoney comb Square Stripe

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Soft LensHoney comb Square Stripe



048047

SPOTLIGHTXR SERIES : MR16

XR SERIES

XR SERIES

Model Code

Power

Cut out

Light Source

Size(DxH)

Model Code

Power

Cut out

Light Source

Size(DxH)

XR-302E75 MR16

/

Φ75mm

CREE

Φ85x64mm

XR-302T75 MR16

/

Φ75mm

CREE

134x64mm

XR-303E75 MR16

/

Φ75mm

CREE

Φ85x58mm

XR-303T75 MR16

/

Φ75mm

CREE

134x58mm

XR-304E75 MR16

/

Φ75mm

CREE

Φ85x64mm

XR-304T75 MR16

/

Φ75mm

CREE

Φ134x64mm

XR-305E75 MR16

/

Φ75mm

CREE

Φ85x64mm

XR-305T75 MR16

/

Φ75mm

CREE

Φ134x64mm

Ø85 Ø85 134134

64 6458 58

Ø75mm Ø75mm Ø75mmØ75mm

XR SERIES

XR SERIES

Model Code

Power

Cut out

Light Source

Size(LxWxH)

Model Code

Power

Cut out

Light Source

Size(LxWxH)

XR-302E82 MR16

/

82x82mm

CREE

89x89x68mm

XR-302E82-2 MR16

/

163x80mm

CREE

173x89x68mm

XR-303E82 MR16

/

82x82mm

CREE

89x89x72mm

XR-303E82-2 MR16

/

163x80mm

CREE

173x89x72mm

XR-302T82 MR16

/

82x79mm

CREE

151x89x68mm

XR-02T82-2 MR16

/

163x80mm

CREE

215x77x68mm

XR-303T82 MR16

/

82x79mm

CREE

151x89x72mm

XR-303T82-2 MR16

/

163x80mm

CREE

215x77x72mm

82x79mm82x79mm82x82mm82x82mm

151x89 173x89 173x89 215x77 215x77151x8989x8989x89

72 727272 68 686868

163x80mm

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Soft LensHoney comb Square Stripe



050049

SPOTLIGHTXR SERIES -MR16

XR SERIES

Model Code

Power

Cut out

Light Source

Size(DxH)

XR-302E75-2 MR16

/

182xΦ94mm

CREE

194xΦ104x62mm

XR-303E75-2 MR16

/

182xΦ94mm

CREE

194xΦ104x62mm

XR-304E75-2 MR16

/

182xΦ94mm

CREE

194xΦ104x72mm

XR-301E75-2 MR16

/

182xΦ94mm

CREE

194xΦ104x72mm

194xØ104194xØ104

62 72

182xØ94mm

XR SERIES

Model Code

Power

Cut out

Light Source

Size(DxH)

XR-302T75-2 MR16

/

182xΦ92mm

CREE

182xΦ145x62mm

XR-303T75-2 MR16

/

182xΦ92mm

CREE

182xΦ145x62mm

XR-304T75-2 MR16

/

182xΦ92mm

CREE

182xΦ145x72mm

XR-305T75-2 MR16

/

182xΦ92mm

CREE

182xΦ145x72mm

182xØ145182xØ145

62 72

182xØ92mm

XR SERIES

MR10 MR15

Model Code

Power

Cut out

Light Source

Size(DxH)

MR10

10W

/

CREE

Φ50x71mm

MR15

15W

/

CREE

Φ50x80mm

D(cm)

41.86

83.72

125.58

167.45

Beam Angle 20° 10W  3000K

1

2

3

4

994.1/1949

248.5/487.3

110.5/216.6

62.13/121.8

H(m) Em(lux/klm)

Beam Angle 40° 10W  3000K

0°

90°90° 180°

2000

D(cm)

63.75

127.49

191.23

254.97

1

2

3

4

1840/2829

459.9/707.1

204.4/314.3

115.0/176.8

H(m) Em(lux/klm)

0°

90°90° 180°

3000

D(cm)

40.01

80.01

120.02

160.02

Beam Angle 20° 15W  3000K

1

2

3

4

3418/5287

854.5/1322

379.8/587.4

213.6/330.4

H(m) Em(lux/klm)

Beam Angle 40° 15W  3000K

0°

90°90° 180°

5500

D(cm)

63.75

127.49

191.23

254.97

1

2

3

4

1840/2829

459.9/707.1

204.4/314.3

115.0/176.8

H(m) Em(lux/klm)

0°

90°90° 180°

6000

Photometric

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:

Optional :

Soft LensHoney comb Square Stripe



052051

3000K2700K 4000K

24° 36°

5000K

1 2 3The maximum lamp body of 16° can adjust 

the Angle, which greatly facilitates the lighting 

needs of on-site debugging.

The unique ultra-thin shell design of this series makes it flexible to use in the 

limited space of the ceiling, thus reducing the construction difficulty. In addition, 

luminous surface no dark area, no point of light, uniform degree of highly 

consistent light effect, is Simple large space to provide basic lighting preferred 

products.

Anti-glare spotlight

Can be combined with honeycomb grid, 

effectively prevent excess astigmatism.

Reflectors of different colors can be selected 

according to the ceiling and the overall color of 

the space.

● Die-cast aluminium lamp body can effectively prevent corrosion and rust, make the lamp body fully heat dissipation, improve heat dissipation efficiency.

● It can be used as IP43 anti-fog and prevent fog and spray from contacting light source. It is suitable for kitchen and toilet.

● Two optical structures: fixed direct/adjustable oblique.

● Equipped with an extremely narrow beam Angle, can be from different angles to accurately illuminate the subject.

IP20 IP43

XD SERIES

15°

SPOTLIGHT

1

2
3

UGR
<19



054053

XD SERIES XD SERIES

UGR

CRI

Beam angle

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/36°

<19

≥80/≥90

15°/24°/36°

<19

≥80/≥90

15°/24°/36°

<19

≥80/≥90

15°/24°/36°

XD-004

10W

Φ65mm

CREE

Φ72x69mm

XD-004A

10W

Φ65mm

CREE

Φ72x78mm

XD-004

15W

Φ80mm

CREE

Φ88x71mm

XD-004A

15W

Φ80mm

CREE

Φ88x88mm

2700K/3000K/4000K/5000K

850 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

850 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1275 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1275 lm

50000 h

IP20 / IP65

Ø88 Ø88Ø72 Ø72

71 8869 78

XD SERIES SPOTLIGHT

Optional : Optional :

Honey comb Honey comb

Colour : Colour :

ChromeSilver Black  Sand gold  ChromeSilver Black  Sand gold  

D(cm) D(cm)

66

133

199

265

54

108

163

217

Beam Angle 15° 10W  3000K Beam Angle 15° 15W  3000K

1

2

3

4

1

2

3

4

1276/4400

319.1/1100

141.8/488.9

79.76/275.1

1572/4415

393.1/1103

174.7/490.5

98.29/275.9

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 10W  3000K Beam Angle 24° 15W  3000KBeam Angle 38° 10W  3000K Beam Angle 38° 15W  3000K

0°

90°90° 180°

5500

0°

90°90° 180°

5518

D(cm) D(cm)

92

183

275

367

57

115

172

229

1

2

3

4

1

2

3

4

798.1/2519

199.5/629.7

88.67/279.9

49.88/157.4

1462/3565

365.6/891.3

162.5/396.1

91.42/222.8

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

3148

0°

90°90° 180°

4456

D(cm) D(cm)

111

222

332

443

78

156

235

313

1

2

3

4

1

2

3

4

547.9/1370

136.9/342.6

60.88/152.3

34.25/85.66

805.2/2123

201.3/531.0

89.47/236.0

50.33/132.7

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

1725

0°

90°90° 180°

2677

Photometric Photometric

Ø65mm Ø65mmØ80mm Ø80mm



056055

1 2 3The reflector is optional in six colors.

The lamp body can be adjusted to ±20°, so that the function of the lamp is 

diversified and wall washing lighting and key lighting can be realized. 

Create different lighting effects for modern buildings.

Recessed spotlight

Choose four beam angles: 15°/24°/38°/60° Sufficient heat-sink made of die-cast

aluminum.

● Reflector cover 6 colors are optional to meet the needs of different occasions.

● Provide two optical structures: fixed direct/polarized wall wash.

● Suitable for high-end hotels, villas clubs, high-end residential, for your business life to provide a more comfortable and healthy lighting space.

XD SERIES SPOTLIGHT

3000K2700K 4000K 5000KIP20UGR
<19 24° 38° 60°15°

1

15°

24°

38°

60°

3

2

Adjustable
±20°



058057

UGR

CRI

Beam angle

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°/60°

<19

≥80/≥90

15°/24°/38°/60°

<19

≥80/≥90

15°/24°/38°/60°

<19

≥80/≥90

15°/24°/38°/60°

XD-4055

10W

Φ60mm

CREE

Φ70x63mm

XD-4060

10W

Φ70mm

CREE

Φ86x68mm

XD-4057

10W

Φ70mm

CREE

Φ85x68mm

XD-4061

10W

Φ85mm

CREE

Φ100x85mm

2700K/3000K/4000K/5000K

830 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

830 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

830 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

830 lm

50000 h

IP20 / IP65

Ø70
Ø86

Ø85
Ø100 Ø76 Ø85

Ø80

63 68 52 776368 85

D(cm) D(cm)

66

133

199

265

66

133

199

265

Beam Angle 15° 10W  3000K Beam Angle 15° 10W  3000K

1

2

3

4

1

2

3

4

1276/4400

319.1/1100

141.8/488.9

79.76/275.1

1276/4400

319.1/1100

141.8/488.9

79.76/275.1

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 10W  3000K Beam Angle 24° 10W  3000KBeam Angle 38° 10W  3000K Beam Angle 38° 10W  3000K

0°

90°90° 180°

5500

0°

90°90° 180°

5500

D(cm) D(cm)

92

183

275

367

92

183

275

367

1

2

3

4

1

2

3

4

798.1/2519

199.5/629.7

88.67/279.9

49.88/157.4

798.1/2519

199.5/629.7

88.67/279.9

49.88/157.4

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

3148

0°

90°90° 180°

3148

D(cm) D(cm)

111

222

332

443

111

222

332

443

1

2

3

4

1

2

3

4

547.9/1370

136.9/342.6

60.88/152.3

34.25/85.66

547.9/1370

136.9/342.6

60.88/152.3

34.25/85.66

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

1725

0°

90°90° 180°

1725

Photometric Photometric

Ø60mm
Ø70mm

Ø65mmØ70mm
Ø85mm Ø60mm Ø75mm

XD SERIES FIXED SPOTLIGHT

<19

≥80/≥90

15°/24°/38°/60°

<19

≥80/≥90

15°/24°/38°/60°

<19

≥80/≥90

15°/24°/36°

XD-4058

10W

Φ65mm

CREE

Φ80x63mm

XD-4062

10W

Φ60mm

CREE

Φ76x52mm

XD-1009

12W

Φ75mm

CREE / CITEZEN / LUMINUS

Φ85x77mm

2700K/3000K/4000K/5000K

830 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

830 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

996 lm

50000 h

IP20 / IP65

XD SERIES XD SERIES

ChromeSilver White Black  Sand gold  Pearl Black 

Colour:



060059

XD SERIES ADJUSTABLE SPOTLIGHT

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°/60°

<19

≥80/≥90

15°/24°/38°/60°

XD-4056

10W

Φ95mm

CREE

Φ108x66mm

XD-4059

10W

Φ80mm

CREE

Φ92x63mm

2700K/3000K/4000K/5000K

830 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

830 lm

50000 h

IP20 / IP65

Ø108 Ø92 Ø86 Ø100

66 52 7063

D(cm)

66

133

199

265

Beam Angle 15° 10W  3000K

1

2

3

4

1276/4400

319.1/1100

141.8/488.9

79.76/275.1

H(m) Em(lux/klm)

Beam Angle 24° 10W  3000K Beam Angle 38° 10W  3000K

0°

90°90° 180°

5500

D(cm)

92

183

275

367

1

2

3

4

798.1/2519

199.5/629.7

88.67/279.9

49.88/157.4

H(m) Em(lux/klm)

0°

90°90° 180°

3148

D(cm)

111

222

332

443

1

2

3

4

547.9/1370

136.9/342.6

60.88/152.3

34.25/85.66

H(m) Em(lux/klm)

0°

90°90° 180°

1725

Photometric

Ø95mm Ø80mm Ø75mm Ø90mm

<19

≥80/≥90

15°/24°/38°/60°

<19

≥80/≥90

15°/24°/36°

XD-4063

10W

Φ75mm

CREE

Φ86x52mm

XD-4064

12W

Φ90mm

CREE

Φ100x70mm

2700K/3000K/4000K/5000K

830 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

830 lm

50000 h

IP20 / IP65

XD SERIES



062061

38°

1 2 3Press-type fixed buckle, so that the lamp body 

is not easy to loosen, maintain a fixed state.

Optional light effect accessories can be used to create different lighting effects. 

Can be combined with Linan series, light efficiency, flexible one without leakage.

Adjustable telescopic spotlight

Fixed chuck with height adjustment, so that 

the lamp body can be fixed in the middle 

without slipping.

Various specifications are available, 1/2/3/4 

lamp holder, reasonable installation structure 

can make the ceiling simple, natural and visual.

● Series design, deep anti-glare design, effectively reduce glare.

● The module rotates 355° horizontally and 60° vertically to meet different illumination angles.

● Narrow border/no border design, perfect combination of lighting and installation ceiling, enhance the consistency of space vision.

● The light body can be freely stretched downward upward to meet the high demand of different layers

Horizontal direction 355° adjustable

1

2

3

355°90°

ADJUSTABLE SPOTDTX SERIES

Vertical 90° adjustable

3000K2700K 4000K

24°

5000KIP20
15°

UGR
<19



064063

LIGHT-EFFECT ACCESSORIES BEAUTY OF DIFFERENT COLORS

Honey comb
White + White

Soft Lens
Black + Black

Square
Black + Gold

Stripe
White + Black

Family Design ADJUSTABLE SPOTDTX SERIES

Honeycomb grid Frosted filter Rhombus filter Stretch filter



066065

Split structure

1

2

The stretching lamp holder contains a height adjusting fixing 

chute. The lamp body can be fixed in the middle without slipping.

Rotating clasp with positioning groove for fixing rotation angle to 

make lamp adjust more accurately.

3 Main body lamp body.

4 Light Source Chip.

5 Chip Bracket.

6 Nano Reflector Cup.

7

8

High Definition Lens.

Fixed front ring, optional three color replacement, white/black/gold.

ADJUSTABLE SPOTDTX SERIES

Combination, more than one

Family mold design, improve the versatility of the lamp module, achieve a multi-purpose lamp; 

Can be combined with Linan series, light efficiency, flexible one without leakage.

REMOVE REPLACE COMBINATION

6W Module Series

1

2

3

4

5

6

7

8



068067

ADJUSTABLE SPOTDTX SERIES

Brightness, more than one

Three kinds of power specifications are available to suit different layers.

6W 12W 28W TETRADTRIPLEDUALSINGLE

≤ 3m 3~4m 4~6m

Flexibility, more than one

Various installation structures are optional, family design, enhance visual unity; 

Let the light move at will to maximize the value of light efficiency.



070069

ADJUSTABLE SPOTDTX SERIES

Deep anti-glare design, UGR<19, provides enough 

illumination while reducing glare, giving you a comfortable 

visual experience.

he flexible one-lamp multi-purpose structure allows the 

luminaire to be used in a wider range of applications, with a 

horizontal rotation of 355 degrees and a vertical rotation of 90 

degrees.

Villa Application Scene Apparel Store Application Scene

NEW NEW



072071

DTX SERIES

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

DTX-5T70

6W

Φ70mm

HONOURTEK

Φ126x123mm

DTX-5T70-2

2x6W

128xΦ68mm

HONOURTEK

186xΦ66x123mm

DTX-5T70-3

6Wx3

188xΦ68mm

HONOURTEK

246xΦ66x123mm

DTX-5T70-4

6Wx3

130x130mm

HONOURTEK

192x126x123mm

2700K/3000K/4000K/5000K

570 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1140 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1710 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

2280 lm

50000 h

IP20 / IP65

DTX SERIES

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

DTX-5E70

6W

Φ70mm

HONOURTEK

Φ80x123mm

DTX5-E70-2

2x6W

130xΦ68mm

HONOURTEK

140xΦ80x123mm

DTX-5E70-3

6Wx3

190xΦ68mm

HONOURTEK

200xΦ80x123mm

DTX-5E70-4

6Wx4

130x130mm

HONOURTEK

140x140x123mm

2700K/3000K/4000K/5000K

570 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1140 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1710 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

2280 lm

50000 h

IP20 / IP65

ADJUSTABLE SPOTDTX SERIES : 6W

PhotometricPhotometric

D(cm) D(cm)

52

103

155

207

52

103

155

207

Beam Angle 15° 6W 3000K Beam Angle 15° 6W 3000K

1

2

3

4

1

2

3

4

957.9/2753

239.5/688.5

106.4/305.9

59.87/172.1

957.9/2753

239.5/688.5

106.4/305.9

59.87/172.1

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 6W 3000K Beam Angle 24° 6W 3000KBeam Angle 38° 6W 3000K Beam Angle 38° 6W 3000K

0°

90°90° 180°

3463

0°

90°90° 180°

3463

D(cm) D(cm)

55

110

166

221

55

110

166

221

1

2

3

4

1

2

3

4

905.9/2270

226.5/567.6

100.6/252.2

56.62/141.9

905.9/2270

226.5/567.6

100.6/252.2

56.62/141.9

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

2851

0°

90°90° 180°

2851

D(cm) D(cm)

79

157

236

314

79

157

236

314

1

2

3

4

1

2

3

4

458.8/1273

114.7/318.4

50.98/141.5

28.68/79.61

458.8/1273

114.7/318.4

50.98/141.5

28.68/79.61

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

1592

0°

90°90° 180°

1592

Optional : Optional :

Colour: Colour:

Soft Lens Soft LensHoney comb Honey combSquare SquareStripe Stripe

White+White White+White White+Black White+BlackBlack+Gold Black+GoldBlack+Black Black+Black

Ø80 Ø126x123140xØ80 186xØ66200xØ80 246xØ66140x140 192x126

123 123123 123123 123123 123

Ø70mm Ø70mm130xØ68mm 128xØ68mm190xØ68mm 188xØ68mm 130x130mm
R34

130x130mm
R34

NEW NEW



074073

DTX SERIES DTX SERIES

UGR

CRI

Beam angle

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

Model Code

Power

Cut out

Light Source

Size(LxWxH)

CCT

Lumens

Life time

IP

CCT

Lumens

Life time

IP

<19

≥80/≥90

12°/24°/38°

<19

≥80/≥90

12°/24°/38°

<19

≥80/≥90

12°/24°/38°

<19

≥80/≥90

12°/24°/38°

<19

≥80/≥90

12°/24°/38°

<19

≥80/≥90

12°/24°/38°

DTX-5R90

12W

Φ90mm

CREE

Φ100x113mm

DTX-5P90

12W

Φ90mm

CREE

100x100x113mm

DTX-5R90-2

2x12W

175xΦ90mm

CREE

185xΦ100x113mm

DTX-5P90-2

2x12W

175xΦ90mm

CREE

185x100x113mm

DTX-5R90-3

12Wx3

260xΦ90mm

CREE

270xΦ100x113mm

DTX-5P90-3

12Wx3

260xΦ90mm

CREE

270x100x113mm

2700K/3000K/4000K/5000K

1140 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1140 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

2280 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

2280 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

3420 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

3420 lm

50000 h

IP20 / IP65

ADJUSTABLE SPOTDTX SERIES : 12W

Photometric Photometric

D(cm) D(cm)

55

110

165

220

55

110

165

220

Beam Angle 12° 12W  3000K Beam Angle 12° 12W  3000K

1

2

3

4

1

2

3

4

1864/5504

466.1/1376

207.1/611.6

116.5/344.1

1864/5504

466.1/1376

207.1/611.6

116.5/344.1

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 12W  3000K Beam Angle 24° 12W  3000KBeam Angle 38° 12W  3000K Beam Angle 38° 12W  3000K

0°

90°90° 180°

6880

0°

90°90° 180°

6880

D(cm) D(cm)

72

144

217

289

72

144

217

289

1

2

3

4

1

2

3

4

1077/2765

269.4/691.3

119.7/307.2

67.34/172.8

1077/2765

269.4/691.3

119.7/307.2

67.34/172.8

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

3462

0°

90°90° 180°

3462

D(cm) D(cm)

108

216

324

432

108

216

324

432

1

2

3

4

1

2

3

4

556.3/1636

139.1/409.1

61.81/181.8

34.77/102.3

556.3/1636

139.1/409.1

61.81/181.8

34.77/102.3

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

2085

0°

90°90° 180°

2085

Optional : Optional :

Colour: Colour:

Soft Lens Soft LensHoney comb Honey combSquare SquareStripe Stripe

White+White White+White White+Black White+BlackBlack+Gold Black+GoldBlack+Black Black+Black

Ø100 100x100 185x100 270x100185xØ100 270xØ100

113113 113 113113 113

Ø90mm Ø90mm175xØ90mm 175xØ90mm260xØ90mm 260xØ90mm



076075

DTX SERIES DTX SERIES

UGR

CRI

Beam angle

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

Model Code

Power

Cut out

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

CCT

Lumens

Life time

IP

<19

≥80/≥90

12°/24°/38°

<19

≥80/≥90

12°/24°/38°

<19

≥80/≥90

12°/24°/38°

<19

≥80/≥90

12°/24°/38°

<19

≥80/≥90

12°/24°/38°

<19

≥80/≥90

12°/24°/38°

DTX-5R120

25W

Φ115mm

CREE

Φ130x129mm

DTX-5P120

25W

Φ115mm

CREE

130x130x129mm

DTX-5R120-2

25Wx2

225xΦ115mm

CREE

238xΦ128x129mm

DTX-5P120-2

25Wx2

225xΦ115mm

CREE

238x130x129mm

DTX-5R120-3

25Wx3

335xΦ115mm

CREE

348xΦ128x129mm

DTX-5P120-3

25Wx3

335xΦ115mm

CREE

348x130x129mm

2700K/3000K/4000K/5000K

2375 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

2375 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

4750 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

4750 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

7125 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

7125 lm

50000 h

IP20 / IP65

ADJUSTABLE SPOTDTX SERIES : 25W

Photometric Photometric

D(cm) D(cm)

29

57

89

112

29

57

89

112

Beam Angle 12° 25W  3000K Beam Angle 12° 25W  3000K

1

2

3

4

1

2

3

4

10451/14523

2647/3689

1186/1541

541.4/814.3

10451/14523

2647/3689

1186/1541

541.4/814.3

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 25W  3000K Beam Angle 24° 25W  3000K

0°

90°90° 180°

18742

0°

90°90° 180°

18742

D(cm) D(cm)

63

121

195

234

63

121

195

234

1

2

3

4

1

2

3

4

2651/4221

581.2/944.6

282.4/422.1

162.5/221.6

2651/4221

581.2/944.6

282.4/422.1

162.5/221.6

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

4226

0°

90°90° 180°

4226

Optional : Optional :

Colour: Colour:

Soft Lens Soft LensHoney comb Honey combSquare SquareStripe Stripe

White+White White+White White+Black White+BlackBlack+Gold Black+GoldBlack+Black Black+Black

Ø130 130x130 238x130 348x130238xØ128 348xØ128

129129 129 129129 129

Ø115mm Ø115mm225xØ115mm 225xØ115mm335xØ115mm 335xØ115mm



078077

DTX SERIES DTX SERIES

UGR

CRI

Beam angle

UGR

CRI

Beam angle

Model Code

Power

Cut out

Light Source

Size(DxH)

Model Code

Power

Installation

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

CCT

Lumens

Life time

IP

<19

≥80/≥90

12°/24°/38°

<19

≥80/≥90

12°/24°/38°

<19

≥80/≥90

12°/24°/38°

<19

≥80/≥90

12°/24°/38°

<19

≥80/≥90

12°/24°/38°

<19

≥80/≥90

12°/24°/38°

DTX-1R45

6W

Φ45mm

CREE

Φ38x69mm

DTX-1R65

12W

Φ65mm

CREE

Φ63x83mm

DTX-3R45

6W

明装式

CREE

Φ38x69mm

DTX-3R65

12W

明装式

CREE

Φ63x90mm

DTX-1R85

25W

Φ85mm

CREE

Φ83x102mm

DTX-3R85

25W

明装式

CREE

Φ83x100mm

2700K/3000K/4000K/5000K

570 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

570 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1140 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1140 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

2375 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

2375 lm

50000 h

IP20 / IP65

ADJUSTABLE SPOT

Photometric

D(cm)

29

57

89

112

Beam Angle 12° 25W  3000K

1

2

3

4

10451/14523

2647/3689

1186/1541

541.4/814.3

H(m) Em(lux/klm)

Beam Angle 24° 25W  3000K

0°

90°90° 180°

18742

D(cm)

63

121

195

234

1

2

3

4

2651/4221

581.2/944.6

282.4/422.1

162.5/221.6

H(m) Em(lux/klm)

0°

90°90° 180°

4226

DTX SERIES : 25W

Optional : Optional :

Colour: Colour:

Soft Lens Soft LensHoney comb Honey combSquare SquareStripe Stripe

White+White White+White White+Black White+BlackBlack+Gold Black+GoldBlack+Black Black+Black

Photometric

D(cm)

55

110

165

220

Beam Angle 12° 12W  3000K

1

2

3

4

1864/5504

466.1/1376

207.1/611.6

116.5/344.1

H(m) Em(lux/klm)

Beam Angle 24° 12W  3000K Beam Angle 38° 12W  3000K

0°

90°90° 180°

6880

D(cm)

72

144

217

289

1

2

3

4

1077/2765

269.4/691.3

119.7/307.2

67.34/172.8

H(m) Em(lux/klm)

0°

90°90° 180°

3462

D(cm)

108

216

324

432

1

2

3

4

556.3/1636

139.1/409.1

61.81/181.8

34.77/102.3

H(m) Em(lux/klm)

0°

90°90° 180°

2085

Ø63

Ø63

Ø38 Ø38

Ø83

Ø8383
90

69
69

102

100
Ø65mmØ45mm Ø85mm



080079

1 2 3Supporting the original system lamp scheme developed by the 

Nine National Congresses, covering all space applications from 

point, line and surface, realizing the design of no main lamp.

Magnetically absorbed lighting system can combine your lighting products at will 

according to lighting needs. 

It can match floodlight lighting, key line lighting, hanging line decoration lighting, 

adjustable angle key lighting and wall washing lighting.

Magnetic profiles system

Magnetic  design  for  changing  without any 

tools.

Sustainable Extension of Functional Plates.

● Mk 2.0 edition only has 35mm side four-wire 2-loop guide. 

● Simple structure, convenient installation, break the existing installation mode, can achieve seamless splicing, no dead corner, no dark area distribution of light 
scene.

● Multi-color temperature, Bluetooth or WIFI monotonic light, Bluetooth or WIFI dimming and discoloration, multi-group, scenario and other modes can be realized 

to reduce wiring and installation costs and achieve the purpose of intelligent light adjustment. 

● 48V safety ultra-low voltage, one-line special electrical equipment configuration, clearly refers to more than 90/97, blue light hazard (<RG1), three years of quality 

assurance, mature stereotyping matching, safe and stable.

355°90°3000K 6000K

MAGNETIC PROFILE LED SYSTEM

24° 38°15°

3000K2700K

4000K 5000K

IP20UGR
<19

TRAX48 SERIES



082081

MAGNETIC PROFILE LED SYSTEM

90 Degree of rotation

90 degree angle

90 Degree of rotation

Magnetic track

50cm/100cm
Maintains stable connection 

48V power

● 35 mm side four-wire 2-loop Guide.

● Suitable for surface mounted or suspended with 1000mm steel cable.

● Track Rail available with standard lengths 500mm and 1000mm.·

● ‘L’ shape corner module available for flexible system.

● Linear Connector and Continuous Kit provided for continuous Track Rail 
connection.

● Insets available with Non Dim and 1-10V Dim.

● Various lighting insets with multiple lighting applications, Tool-free insert mounting 

by clip-in mechanism.

48V Safe Vlotage

Modular Linear System

Universal track connector
Flat angle, negative angle, 
and positive angle are also 
applicable

TRAX48 SERIES



084083

MAGNETIC PROFILE LED SYSTEM

Linear System with more modules combination available.

All available with Suspended, surface mounted and recessed  mounted versions.

Trimless Recessed

Surface Mounted

Suspension mounting

More modules combination available Magnet Attachment

Different insets are held in place by magnetic force along the entire 

track. No tools are needed to install them, Rotate, slide into any 

position,and adjust at any time-all it takes is one hand movement to 

highlight objects according to requirements.

TRAX48 SERIES



086085

MAGNETIC PROFILE LED SYSTEM

Round Spotlight  Insets
Three specifications are available, 6W/12W/25W. 

Flexible and adjustable, horizontal 355 degree adjustable/vertical 90 degree adjustable. 

Supportable anti-glare accessories: honey comb/ Soft Lens/stripe/Square.

Linear Accent Light
Two specifications are available, 10W/20W. 

Deep anti-glare, classic shape. 

The lamp holder can swing, +45 degree can be adjusted.

6W 25W 10W 20W

Adapted magnetic track

12W

Adjustable focused  lighting Adapted magnetic track 5 L E D 10 LED ±100° adjustable

±45° adjustable

100°

TRAX48 SERIES



088087

MAGNETIC PROFILE LED SYSTEM

Linear General Light
Can be used in combination, seamless stitching. 

Simple structure, easy installation, break the existing installation mode, can achieve 

seamless splicing, no dead angle, no dark area distribution of light scene.

Polarized lightingFloodlighting Focused lighting

20W 10W15W 15W 6W

Focused lighting The main lighting hanging lights 

are illuminated up and down, 

and the light is concentrated

White light

6W

Petal decorative hanging light

Manual adjustment of the 

shape of the light blade

Spherical floodlights with 

minimalist shape and  

appearance

Polarized lighting

Pendant Spotlight

Focused lighting/decorative lighting/floodlighting.

TRAX48 SERIES



090089

MAGNETIC PROFILE LED SYSTEM

Square Spotlight  Insets
Array arrangement consisting of multiple beads.Effectively reduce glare.

Flexible and adjustable, horizontal 355 degree adjustable/vertical 90 degree adjustable.

Horizontal direction 355° adjustable

Vertical 90° adjustable

Dimming 
Support single lamp dimming, group dimming, bluetooth control /DALI/ thyristor. 
Application places: boutique villa, hotel, high-grade office building, club, 
exhibition/exhibition hall, modern luxury home decoration, gym, KA chain, 
automobile 4S shop, boutique home stay/real estate, supermarket, catering, office 
application, etc.

TRAX48 SERIES



092091

MAGNETIC PROFILE LED SYSTEM

MGE-005 / MGE-010 

Recessed 90° L-type channel corner

End caps (pair)

Copper bar connector (pair)

Connector set

Direct conductive connector set

Model Code

Cut out

Size(LxWxH)

Model Code

Size(LxWxH)

Model Code

Size(LxWxH)

Model Code

Size(LxWxH)

Model Code

Size(LxWxH)

Model Code

Size(LxWxH)

MGE-005

500x60mm

500x120x70mm

MGE-LC

(180x180)x120x70mm

MG-DD

120x70mm

MG-CC

15x8mm

MG-LPC（快速线路连接器）

60x32x25mm

MG-PC

100x32mm

MGE-LEC

(180x180)x120x70mm

MGE-LOC

(180x180)x120x70mm

MGE-010 

1000x60mm

1000x120x70mm

Length specification : 500/2000mm

120

50

70

Trimless Recessed

Magnetic fixing structure

The track magnet and the iron body 

of the lamp body are sucked and 

can be installed stably

Side conductive structure

Provide 48V low voltage, safe 

and reliable four-wire three-

loop, flexible use

Anti-tension elastic reinforcement device

Patented design, bearing 2.5KG

Can withstand 3,000 times of installation 

and disassembly of shrapnel without 

deformation

TRAX48 SERIES



094093

MGP-005 / MGP-010

Recessed 90° L-type channel corner

Copper bar connector (pair)

End caps (pair) Connector set

Direct conductive connector set

Suspended fixture (pair)

Model Code

Size(LxWxH)

Model Code

Size(LxWxH)

Model Code

Size(LxWxH)

Model Code

Size(LxWxH)

Model Code

Size(LxWxH)

Model Code

Size(LxWxH)

Model Code

Size(LxWxH)

MGP-005

500x48x73mm

MGT-LC（Surface mount）

(150x150)x48x73mm

MG-CC

15x8mm

MG-DD2

48x73mm

MG-LPC（line connector）

60x32x25mm

MG-PC（240V power supply junction box）

100x32mm

MG-P kit

1000mm

MGT-LEC（Surface mount）

(150x150)x48x73mm

MGT-LOC（Surface mount）

(150x150)x48x73mm

MGP-010

1000x48x73mm

Length specification : 500/1000mm

Suspension mounted

MAGNETIC PROFILE LED SYSTEM

48

73

MGS-005 / MGS-010 

Recessed 90° L-type channel corner

Copper bar connector (pair)

End caps (pair) Connector set 

Direct conductive connector set

Model Code

Size(LxWxH)

Model Code

Size(LxWxH)

Model Code

Size(LxWxH)

Model Code

Size(LxWxH)

Model Code

Size(LxWxH)

Model Code

Size(LxWxH)

MGS-005

500x48x73mm

MGT-LC（明装平角）

(150x150)x48x73mm

MG-CC

15x8mm

MG-DD2

48x73mm

MG-LPC（line connector）

60x32x25mm

MG-PC（240V power supply junction box）

100x32mm

MGT-LEC（明装阴角）

(150x150)x48x73mm

MGT-LOC（明装阳角）

(150x150)x48x73mm

MGS-010

1000x48x73mm

Length specification : 500/1000mm

48

73

Surface Mounted

TRAX48 SERIES



096095

TRAX48 SERIES

UGR

CRI

Beam angle

UGR

CRI

Beam angle

Model Code

Power

Installation

Light Source

Size(LxWxH)

Model Code

Power

Installation

Light Source

Size(LxWxH)

CCT

Lumens

Life time

IP

CCT

Lumens

Life time

IP

<19

≥80/≥90/≥97

15°/24°/36°

<19

≥80/≥90

12°/24°/38°

<19

≥80/≥90/≥97

15°/24°/36°

<19

≥80/≥90

12°/24°/38°

<19

≥80/≥90/≥97

15°/24°/36°

<19

≥80/≥90

15°/30°/Polarized 60°

TRAX48-T1006

6W

Magnetic track light

HONOURTEK / CREE

Φ38x69mm

TRAX48-D005F

10W

Magnetic adjustable angle linear type

OSRAM

138x35x122mm

TRAX48-T1012 

12W

Magnetic track light

CREE / CITEZEN / LUMINUS

Φ63x83mm

TRAX48-D010F

20W

Magnetic adjustable angle linear type

OSRAM

272x35x125mm

TRAX48-T1025

25W

Magnetic track light

CREE / CITEZEN / LUMINUS

Φ83x102mm

TRAX48-T2030

30W

Magnetic track light

OSRAM / CREE

135x45x247mm

2700K/3000K/4000K/5000K

450 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

750 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

900 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1500 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1875 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

2250 lm

50000 h

IP20 / IP65

135 138 272

247
175 122 125

Optional :

Soft LensHoney comb Square Stripe

MAGNETIC PROFILE LED SYSTEM

Photometric

D(cm)

47

95

142

190

Beam Angle 12° 20W  3000K

1

2

3

4

1181/3222

295.4/805.5

131.3/358.1

73.87/201.3

H(m) Em(lux/klm)

Beam Angle 24° 20W  3000K Beam Angle 38° 20W  3000K

0°

90°90° 180°

4079

D(cm)

53

105

158

210

1

2

3

4

1231/2946

307.9/736.5

136.8/327.3

76.98/184.1

H(m) Em(lux/klm)

0°

90°90° 180°

3699

D(cm)

76

151

227

302

1

2

3

4

627.2/1719

156.8/429.9

69.69/191.1

39.20/107.5

H(m) Em(lux/klm)

0°

90°90° 180°

2149

 Photometric

D(cm)

52

103

155

207

Beam Angle 15° 6W 3000K

1

2

3

4

957.9/2753

239.5/688.5

106.4/305.9

59.87/172.1

H(m) Em(lux/klm)

Beam Angle 24° 6W 3000K Beam Angle 36° 6W 3000K

0°

90°90° 180°

3463

D(cm)

55

110

166

221

1

2

3

4

905.9/2270

226.5/567.6

100.6/252.2

56.62/141.9

H(m) Em(lux/klm)

0°

90°90° 180°

2851

D(cm)

79

157

236

314

1

2

3

4

458.8/1273

114.7/318.4

50.98/141.5

28.68/79.61

H(m) Em(lux/klm)

0°

90°90° 180°

1592

Ø38

Ø63 Ø83

69

83
102

TRAX48 SERIES

TRAX48 SERIES



098097

UGR

CRI

Beam angle

UGR

CRI

Beam angle

Model Code

Power

Installation

Light Source

Size(LxWxH)

Model Code

Power

Installation

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

CCT

Lumens

Life time

IP

<19

≥80/≥90

12°/24°/38°

<19

≥80/≥90

/

<19

≥80/≥90

120°

<19

≥80/≥90

/

<19

≥80/≥90

Polarized 35°

<19

≥80/≥90/≥97

25°/40°/60°/80°

TRAX48-D010

20W

Magnetic strip light

OSRAM

268x34x66mm

TRAX48-DC001

6W

Magnetic track decorative light

OSRAM / CREE

Φ100mm

TRAX48-L300/MG-L600

15W/30W

Magnetic strip light

OSRAM

300x34x66mm/600x34x66mm

TRAX48-DC002

6W

Magnetic track decorative light

OSRAM / CREE

Φ120mm

TRAX48--P300

15W

Magnetic strip light

OSRAM

268x34x70mm

TRAX48-DC004

10W

Up and down ceiling light

OSRAM / CREE

Φ60x280mm

2700K/3000K/4000K/5000K

1500 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

450 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1125 lm/2250 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

450 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1125 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

750 lm

50000 h

IP20 / IP65

Photometric Photometric

D(cm)

70

140

211

281

352

 6W 3000K

1

2

3

4

540/874

135/246

60/103

33/54

21/29

H(m) Em(lux/klm)

0°

90°90° 180°

550

Beam Angle 120° 15W 3000K

D(cm)

222.17

444.34

666.51

888.68

1110.85

1

2

3

4

133.4/348.5

33.35/87.12

14.82/38.72

8.337/21.78

5.336/13.94

H(m) Em(lux/klm)

0°

90°90° 180°

350

Beam Angle 35° 15W 3000K

D(cm)

171

342

514

685

1

2

3

4

152/375.9

38/94

17/41.8

9.5/23.5

H(m) Em(lux/klm)

0°

90°90° 180°

1169

MAGNETIC PROFILE LED SYSTEM

Ø120

Ø60

Ø100

280

D(cm)

47

95

142

190

Beam Angle 15° 20W  3000K

1

2

3

4

1181/3222

295.4/805.5

131.3/358.1

73.87/201.3

H(m) Em(lux/klm)

0°

90°90° 180°

4079

D(cm)

41.86

83.72

125.58

167.45

Beam Angle 25° 10W  3000K

1

2

3

4

994.1/1949

248.5/487.3

110.5/216.6

62.13/121.8

H(m) Em(lux/klm)

Beam Angle 40° 10W  3000K

0°

90°90° 180°

2000

D(cm)

63.75

127.49

191.23

254.97

1

2

3

4

1840/2829

459.9/707.1

204.4/314.3

115.0/176.8

H(m) Em(lux/klm)

0°

90°90° 180°

3000

268 300/600 268

34 34 34

66 66 70

TRAX SERIES

TRAX48 SERIESTRAX SERIES



100099

1 2 3Track Rail made of extruded aluminium with 38mm with groove.

Linear Track Lighting System.  according to the size of customers' needs, cut it into 

different lengths, match with different shapes to reflect different lighting effects.

Linear Track Lighting System

Suitable for trimless installation in ceilings with 

1-12mm thickness.

Track Rail available with standard lengths 

3000mm and 1000mm.

● ‘L’ shape corner module available for flexible system.

● Linear Connector and Continuous Kit provided for continuous Track Rail connection.

● Various lighting insets with multiple lighting applications.

● Insets available with Non Dim, DALI and 0-10V Dim.

● Linear lamp can be customized to any length.

355°90°3000K 6000K

LINEAR TRACK LIGHTING SYSTEMTRAX SERIES

24° 38°15°

3000K2700K

4000K 5000K

IP20UGR
<19



102101

Trimless Recessed

Trimless Recessed

Surface Mounted

Surface Pendant

LINEAR TRACK LIGHTING SYSTEMTRAX SERIES

Various specifcations

According to customers' needs, cut it into different lengths, match with different 

shapes to reflect different lighting effects.

All available with Suspended, surface mounted and recessed  mounted versions.



104103

LINEAR TRACK LIGHTING SYSTEM
RICCI

The more perfect track structure makes the track 
installation more convenient and stable, and the 
reasonable connection accessories make the track 
system more flexible

Flexible application

90° corner track, flat angle, negative angle, and positive angle

Track connecting fixture

Linear conductive connector

Universal conductive connector

Length specification: 
500~3000mm



106105

Rotate 90° ,  lock the lamp

Left conductive fixing buckle

Right conductive copper clip 

and safety ground wire

The innovative fixed structure makes the installation of lamps

more convenient and reliable.

Quick installation

LINEAR TRACK LIGHTING SYSTEMRICCI



108107

LINEAR TRACK LIGHTING SYSTEMTRAX SERIES

Recessed Type A

Recessed 90° L-type channel corner

Model Code

Size(LxWxH)

3E-LC  (concealed andgle)

150x150mm

3E-LEC（concealed angle)

150x150mm

3E-LOC（concealed angle）

150x150mm

Length specification : 500~3000mm 

38.6

88.2

38.2

58x(L+13)

62

1.5
12

End caps (pair)

Universal conductive connector set 

Model Code

Size01(WxHxD)

Size02(WxHxD)

Model Code

Size(LxWxH)

Model Code

Size(LxWxH)

3E-DD

38x52x3mm

38x52x8mm

3E-LPC

50x34x46mm

3E-PC

80x40x18mm

Direct conductive connector set

Recessed Type B

48.6

88.2

38.2

40x(L+13)

72
1.5

2

Recessed 90° L-type channel corner

Model Code

Size(LxWxH)

3E-LC（concealed angle）

150x150mm

3E-LEC（concealed angle）

150x150mm

3E-LOC（concealed angle）

150x150mm

Length specification : 500~3000mm 

End caps (pair)

Universal conductive connector set

Model Code

Size01(WxHxD)

Size02(WxHxD)

Model Code

Size(LxWxH)

Model Code

Size(LxWxH)

3E-DD

38x52x3mm

38x52x8mm

3E-LPC

50x34x46mm

3E-PC

80x40x18mm

Direct conductive connector set



110109

LINEAR TRACK LIGHTING SYSTEMTRAX SERIES

Surface Mounted Surface Pendant

Recessed 90° L-type channel corner Recessed 90° L-type channel corner

End caps (pair) End caps (pair) Suspended suction fixture

Universal conductive connector set Universal conductive connector setDirect conductive connector set Direct conductive connector set

Model Code

Size(LxWxH)

Model Code

Size(LxWxH)

Model Code

Size01(WxHxD)

Size02(WxHxD)

Model Code

Size01(WxHxD)

Size02(WxHxD)

Model Code

Size01(WxHxD)

Size02(WxHxD)

Model Code

Size(L)

Model Code

Size(LxWxH)

Model Code

Size(LxWxH)

Model Code

Size(LxWxH)

Model Code

Size(LxWxH)

3T-LC（Surface mounted）

150x150mm

3T-LC（Surface mounted）

150x150mm

3E-DD

38x52x3mm

38x52x8mm

3E-DD

38x52x3mm

38x52x8mm

3T-XK

38x52x3mm

38x52x8mm

3T-DL

1500mm

3E-LPC

50x34x46mm

3E-LPC

50x34x46mm

3E-PC

80x40x18mm

3E-PC

80x40x18mm

3T-LEC（Surface mounted）

150x150mm

3T-LEC（Surface mounted）

150x150mm

3T-LOC（Surface mounted）

150x150mm

3T-LOC（Surface mounted）

150x150mm

Length specification : 500~3000mm 

Surface suction fixture

Length specification : 500~3000mm 

51.2 51.2

38.2 38.2



112111

TRAX SERIES

UGR

CRI

Beam angle

Model Code

Power

Installation

Light Source

Size(LxWxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90/≥97

15°/24°/36°

<19

≥80/≥90/≥97

15°/24°/36°

<19

≥80/≥90/≥97

15°/24°/36°

<19

≥80/≥90

15°/30°/Polarized 60°

3T3005P-7W

6W

Track mounting

HONOURTEK / CREE

Φ36x66mm

3T3005P-12W

12W

Track mounting

CREE / CITEZEN / LUMINUS

Φ63x85mm

3T3005P-25W

25W

Track mounting

CREE / CITEZEN / LUMINUS

Φ85x110mm

3T3007P-30W

30W

Track mounting

OSRAM / CREE

137x47x220mm

2700K/3000K/4000K/5000K

450 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

900 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1875 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

2250 lm

50000 h

IP20 / IP65

137

110
85

66

220
182

Ø85
Ø63Ø36

Photometric

D(cm)

52

103

155

207

Beam Angle 15° 6W 3000K

1

2

3

4

957.9/2753

239.5/688.5

106.4/305.9

59.87/172.1

H(m) Em(lux/klm)

Beam Angle 24° 6W 3000K Beam Angle 36° 6W 3000K

0°

90°90° 180°

3463

D(cm)

55

110

166

221

1

2

3

4

905.9/2270

226.5/567.6

100.6/252.2

56.62/141.9

H(m) Em(lux/klm)

0°

90°90° 180°

2851

D(cm)

79

157

236

314

1

2

3

4

458.8/1273

114.7/318.4

50.98/141.5

28.68/79.61

H(m) Em(lux/klm)

0°

90°90° 180°

1592

LINEAR TRACK LIGHTING SYSTEMTRAX SERIES

TRAX SERIES

UGR

CRI

Beam angle

Model Code

Power

Installation

Light Source

Size(LxWxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90

120°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

Polarized 30°

3T-D010

15W

Track mounting

OSRAM

372x34x46mm

3T-L300

20W

Track mounting

OSRAM

339x34x46mm

3T-P300

15W

Track mounting

OSRAM

339x34x46mm

2700K/3000K/4000K/5000K

1380 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1500 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1050 lm

50000 h

IP20 / IP65

Photometric

Beam Angle 120° 15W 3000K

D(cm)

222.17

444.34

666.51

888.68

1110.85

1

2

3

4

133.4/348.5

33.35/87.12

14.82/38.72

8.337/21.78

5.336/13.94

H(m) Em(lux/klm)

0°

90°90° 180°

350

Beam Angle 30° 15W 3000K

D(cm)

171

342

514

685

1

2

3

4

152/375.9

38/94

17/41.8

9.5/23.5

H(m) Em(lux/klm)

0°

90°90° 180°

1169

D(cm)

47

95

142

190

Beam Angle 15° 20W  3000K

1

2

3

4

1181/3222

295.4/805.5

131.3/358.1

73.87/201.3

H(m) Em(lux/klm)

0°

90°90° 180°

4079

372X34 339X34 339X34

46 46 46
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TRAX SERIES

UGR

CRI

Beam angle

Model Code

Power

Installation

Light Source

Size(LxWxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90

120°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

120°

<19

≥80/≥90

15°/24°/38°

3T-D010

15W

Two-line floodlight strip light

OSRAM

392x35x32mm

二线线条灯 三线线条灯

3T-L300

20W

Two-line floodlight strip light

OSRAM

392x35x32mm

3T-L600

15W

Two-line floodlight strip light

OSRAM

392x35x40mm

3T-P300

20W

Two-line floodlight strip light

OSRAM

392x35x40mm

2700K/3000K/4000K/5000K

1380 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1500 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1380 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1500 lm

50000 h

IP20 / IP65

Photometric

Beam Angle 120° 15W 3000K

D(cm)

222.17

444.34

666.51

888.68

1110.85

1

2

3

4

133.4/348.5

33.35/87.12

14.82/38.72

8.337/21.78

5.336/13.94

H(m) Em(lux/klm)

0°

90°90° 180°

350

D(cm)

31

62

93

124

Beam Angle 15° 20W  3000K

1

2

3

4

6252

1563

694

390

H(m) Em(lux)

0°

90°90° 180°

4079

TRAX SERIES

UGR

CRI

Beam angle

Model Code

Power

Installation

Light Source

Size(DxH)

CCT

Lumens

Life time

IP

<19

≥80/≥90

/

<19

≥80/≥90

/

<19

≥80/≥90/≥97

25°/40°/60°/80°

3T-DC001

6W

decorative light

OSRAM / CREE

Φ100mm

3T-DC002

6W

decorative light

OSRAM / CREE

Φ120mm

3T-DC004

10W

decorative light

OSRAM / CREE

Φ60x280mm

2700K/3000K/4000K/5000K

540 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

480 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

420 lm

50000 h

IP20 / IP65

Photometric

D(cm)

70

140

211

281

352

 6W 3000K

1

2

3

4

540/874

135/246

60/103

33/54

21/29

H(m) Em(lux/klm)

0°

90°90° 180°

550

Ø120
Ø60

Ø100

280

D(cm)

41.86

83.72

125.58

167.45

Beam Angle 25° 10W  3000K

1

2

3

4

994.1/1949

248.5/487.3

110.5/216.6

62.13/121.8

H(m) Em(lux/klm)

Beam Angle 40° 10W  3000K

0°

90°90° 180°

2000

D(cm)

63.75

127.49

191.23

254.97

1

2

3

4

1840/2829

459.9/707.1

204.4/314.3

115.0/176.8

H(m) Em(lux/klm)

0°

90°90° 180°

3000

兼容其他三线轨道 / 二线轨道
Compatible with 2-Phase / 3-Phase

392X35392X35

4032

LINEAR TRACK LIGHTING SYSTEMTRAX SERIES

Beam Angle 24° 20W  3000K

D(cm)

46

93

140

186

1

2

3

4

3563

890

395

222

H(m) Em(lux)

0°

90°90° 180°

2000
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LINEAR TRACK LIGHTING SYSTEMTRAX SERIES

Dimming 

Supporting a variety of light effect types of lamps and 
lanterns. 
Supply adjustable light, DALI dimming, 0-10v dimming 
specification.
Application places: boutique villa, hotel, high-grade office 
building, club, exhibition/exhibition hall, modern luxury 
home decoration, gym, KA chain, automobile 4S shop, 
boutique home stay/real estate, supermarket, catering, 
office application, etc.
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24° 45°38° 60°

1 2 3

可搭配蜂窝网格，有效阻止多余的散光

Flexible replacement of supporting optical 

devices, guide rail can be matched with two, 

three and four lines.

Eliminate the accessory light spot and concentrate the light.

The whole system is equipped with cast aluminum electrical box, excellent heat 

dissipation, effectively protect the long life of electrical appliances. 

Various powers and angles allow the light to shine wherever you want in the space.

Track light

Beam Angle is rich, 15°/24°/38°/45°/60° 

various options.

High quality COB, ensures high durability of the 

light fixture, CRI>90.

● Reliable Material: Die-cast aluminum material guarantees corrosion protection and rust prevention. The heat sink is composed of it will cool fuller and faster.

● Adjustable design: 90°tilt and 350°rotation. The rotatable Downlight is perfect for sloped ceilings as the LED can pivot and rotate for illumination where most wanted.

● Mounting optical accessories: honeycomb grid; Effectively prevent excess astigmatism.

● Suitable for retail basic lighting, store key lighting, supermarket key and basic lighting.

TRAX SERIES

15°

TRACK LIGHT

1

23

3000K2700K 4000K 5000KIP20UGR
<19
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TRAX SERIES TRAX SERIES

UGR

CRI

Beam angle

UGR

CRI

Beam angle

CCT

Lumens

Life time

IP

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°/45°/60°

<19

≥80/≥90

15°/24°/38°/45°/60°

<19

≥80/≥90

15°/24°/38°/45°/60°

<19

≥80/≥90

15°/24°/38°/45°/60°

<19

≥80/≥90

15°/24°/38°/45°/60°

<19

≥80/≥90

15°/24°/38°/45°/60°

TRAX6A-12W

12W

2-wire / 3-wire / 4-wire

CREE

Φ62x102mm

TRAX6P-12W

12W

2-wire / 3-wire / 4-wire

CREE

Φ62x102mm

TRAX6A-22W

22W

2-wire / 3-wire / 4-wire

CREE

Φ80x131mm

TRAX6P-22W

22W

2-wire / 3-wire / 4-wire

CREE

Φ80x131mm

TRAX6A-32W

32W

2-wire / 3-wire / 4-wire

CREE

Φ95x155mm

TRAX6P-32W

32W

2-wire / 3-wire / 4-wire

CREE

Φ95x155mm

2700K/3000K/4000K/5000K

1176 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1176 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

2156 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

2156 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

3136 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

3136 lm

50000 h

IP20 / IP65

Ø95

Ø95

Ø62

Ø62Ø80

Ø80

155 155
102 102

131 131

Model Code

Power

Installation

Light Source

Size(LxWxH)

Model Code

Power

Installation

Light Source

Size(LxWxH)

Photometric Photometric

D(cm) D(cm)

30

61

91

122

31

62

94

125

Beam Angle 15° 12W  3000K Beam Angle 15° 22W  3000K

1

2

3

4

1

2

3

4

2241/9037

412.5//2259

214.6/1004

98.54/564.8

4342/13095

1054/3273

405.4/1455

241.2/818.5

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 12W  3000K Beam Angle 24° 22W  3000KBeam Angle 38° 12W  3000K Beam Angle 38° 22W  3000K

0°

90°90° 180°

11714

0°

90°90° 180°

16442

D(cm) D(cm)

39

78

116

155

40

80

120

161

1

2

3

4

1

2

3

4

1578/6591

485.6/1647

157.5/732.4

87.24/411.9

2341/8535

624.1/2133

247.6/948.5

105.9/533.4

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

8378

0°

90°90° 180°

10756

D(cm) D(cm)

54

107

161

215

59

118

176

235

1

2

3

4

1

2

3

4

875.2/3917

241.3/979.3

114.5/435.2

64.24/244.8

1205/4838

453.7/1209

124.8/537.6

78.54/302.4

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

4896

0°

90°90° 180°

6047

TRACK LIGHTTRAX SERIES

Optional : Optional :

Soft Lens Soft LensHoney comb Honey combSquare SquareStripe Stripe
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TRAX SERIES TRAX SERIES

UGR

CRI

Beam angle

UGR

CRI

Beam angle

CCT

Lumens

Life time

IP

CCT

Lumens

Life time

IP

<19

≥80/≥90

 12°/24°/38°

<19

≥80/≥90

 12°/24°/38°

<19

≥80/≥90

 12°/24°/38°

<19

≥80/≥90

 12°/24°/38°

<19

≥80/≥90

 12°/24°/38°

<19

≥80/≥90

 12°/24°/38°

TRAX5A-7W

7W

2-wire / 3-wire / 4-wire

CREE

Φ62x102mm

TRAX5P-7W

7W

2-wire / 3-wire / 4-wire

CREE

Φ62x102mm

TRAX5A-12W

12W

2-wire / 3-wire / 4-wire

CREE

Φ80x131mm

TRAX5P12W

12W

2-wire / 3-wire / 4-wire

CREE

Φ80x131mm

TRAX5A-25W

25W

2-wire / 3-wire / 4-wire

CREE

Φ95x155mm

TRAX5P-25W

25W

2-wire / 3-wire / 4-wire

CREE

Φ95x155mm

2700K/3000K/4000K/5000K

686 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

686 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1176 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1176 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

2450 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

2450 lm

50000 h

IP20 / IP65

Ø83

Ø83

Ø38

Ø38Ø63

Ø63

102 102

69 69

83 83

Model Code

Power

Installation

Light Source

Size(LxWxH)

Model Code

Power

Installation

Light Source

Size(LxWxH)

Photometric Photometric

D(cm) D(cm)

30

61

91

122

30

61

91

122

Beam Angle 12° 12W  3000K Beam Angle 12° 12W  3000K

1

2

3

4

1

2

3

4

2241/9037

412.5//2259

214.6/1004

98.54/564.8

2241/9037

412.5//2259

214.6/1004

98.54/564.8

H(m) H(m)Em(lux/klm) Em(lux/klm)

Beam Angle 24° 12W  3000K Beam Angle 24° 12W  3000KBeam Angle 38° 12W  3000K Beam Angle 38° 12W  3000K

0°

90°90° 180°

11714

0°

90°90° 180°

11714

D(cm) D(cm)

39

78

116

155

39

78

116

155

1

2

3

4

1

2

3

4

1578/6591

485.6/1647

157.5/732.4

87.24/411.9

1578/6591

485.6/1647

157.5/732.4

87.24/411.9

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

8378

0°

90°90° 180°

8378

D(cm) D(cm)

54

107

161

215

54

107

161

215

1

2

3

4

1

2

3

4

875.2/3917

241.3/979.3

114.5/435.2

64.24/244.8

875.2/3917

241.3/979.3

114.5/435.2

64.24/244.8

H(m) H(m)Em(lux/klm) Em(lux/klm)

0°

90°90° 180°

4896

0°

90°90° 180°

4896

TRACK LIGHTTRAX SERIES

Optional : Optional :

Soft Lens Soft LensHoney comb Honey combSquare SquareStripe Stripe
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1 2 3Driver built-in，easy for installation.

New mechanisim design ensure better function on 355° horizontal rotation and 

40° titling.

Surface Downlight

Efficient thermal management guarantee long 

lifespan. 

Different beam angle reflectors available 

for spot or general lighting effect.

● No-screws appearance provide a neat and clean effect.

● Round and square two shapes provide customers selection per requests.

● General lighting or guide for museums. exhibitions. art galleries. offices. residence and also in commercial applications.

XDS  SERIES DOWNLIGHT

3000K2700K

4000K 5000K

IP20 IP44 IP65UGR
<19 24° 38° 120°15°

1

3

Horizontal direction 355° adjustable Horizontal direction 355° adjustable

Vertical direction 40° adjustable Vertical direction 25° adjustable

2
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XDS SERIES XDS SERIES

UGR

CRI

Beam angle

UGR

CRI

Beam angle

CCT

Lumens

Life time

IP

CCT

Lumens

Life time

IP

<19

≥80/≥90

120°

<19

≥80/≥90

38°

<19

≥80/≥90

120°

<19

≥80/≥90

38°

<19

≥80/≥90

120°

<19

≥80/≥90

38°

<19

≥80/≥90

38°

XDS-7005SMD

10W

Surface mounted

EPISTAR 

Φ130x100mm

XDS-7006R

10W

CREE

Φ117x115mm

XDS-7005SMD

20W

Surface mounted

EPISTAR 

Φ165x115mm

MSR7006R

15W

CREE

Φ138x115mm

XDS-7005SMD

30W

Surface mounted

EPISTAR 

Φ200x130mm

XDS-7006R

20W

CREE

Φ170x140mm

XDS-7006R

30W

明装式

CREE

Φ200x140mm

2700K/3000K/4000K/5000K

900 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

900 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1800 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1350 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

2700 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1800 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

2700 lm

50000 h

IP20 / IP65

Model Code

Power

Installation

Light Source

Size(LxWxH)

Model Code

Power

Installation

Light Source

Size(LxWxH)

Photometric Photometric

XDS  SERIES DOWNLIGHT

Ø165 Ø170Ø130 Ø138Ø117Ø200 Ø200

115 140100 115115130 140

D(cm)

356

535

713

892

Beam Angle 120° 10W  3000K

1

2

3

4

132.4/294.1

33.56/73.52

14.92/32.67

8.654/18.38

H(m) Em(lux/klm)

Beam Angle 120° 20W  3000K Beam Angle 120° 30W  3000K Beam Angle 38° 30W  3000KBeam Angle 38° 10W  3000K Beam Angle 38° 20W  3000K

0°

90°90° 180°

342

D(cm)

195

390

585

780

1

2

3

4

240.5/558.4

60.11/139.5

26.72/60.21

15.01/34.88

H(m) Em(lux/klm)

0°

90°90° 180°

624

D(cm) D(cm)D(cm) D(cm)

178

345

543

713

63

124

185

246

54

107

161

215

59

118

176

235

1

2

3

4

1

2

3

4

1

2

3

4

1

2

3

4

336.4/732.3

84.15/183.1

37.38/81.37

21.24/45.77

1953/8423

445.2/2153

215.3/882.1

124.2/481.3

875.2/3917

241.3/979.3

114.5/435.2

64.24/244.8

1205/4838

453.7/1209

124.8/537.6

78.54/302.4

H(m) H(m)H(m) H(m)Em(lux/klm) Em(lux)Em(lux/klm) Em(lux)

0°

90°90° 180°

764

0°

90°90° 180°

11042

0°

90°90° 180°

4896

0°

90°90° 180°

6047

Surface mounted Surface mounted Surface mounted
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XDS SERIES

UGR

CRI

Beam angle

CCT

Lumens

Life time

IP

<19

≥80/≥90

38°

<19

≥80/≥90

38°

<19

≥80/≥90

38°

<19

≥80/≥90

38°

XDS-7006S

10W

CREE

80x80x103mm

XDS-7006S

15W

CREE

100x100x112mm

XDS-7006S

20W

CREE

120x120x133mm

XDS-7006S

25W

CREE

150x150x142mm

2700K/3000K/4000K/5000K

900 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1350 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1800 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

2250 lm

50000 h

IP20 / IP65

Model Code

Power

Installation

Light Source

Size(LxWxH)

Photometric

XDS SERIES

UGR

CRI

Beam angle

CCT

Lumens

Life time

IP

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

<19

≥80/≥90

15°/24°/38°

XDS-7007R

10W

CREE

Φ95x120mm

XDS-7007R

15W

CREE

Φ130x145mm

XDS-7007R

20W

CREE

Φ160x180mm

2700K/3000K/4000K/5000K

900 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1350 lm

50000 h

IP20 / IP65

2700K/3000K/4000K/5000K

1800 lm

50000 h

IP20 / IP65

Model Code

Power

Installation

Light Source

Size(LxWxH)

Photometric

XDS SERIES DOWNLIGHT

150x150 Ø160Ø130Ø95120x120100x10080x80

133 145112
120103

142 180

D(cm)

30

61

91

122

Beam Angle 15° 10W  3000K

1

2

3

4

2241/9037

412.5//2259

214.6/1004

98.54/564.8

H(m) Em(lux/klm)

Beam Angle 24° 10W  3000K Beam Angle 38° 10W  3000K

0°

90°90° 180°

11714

D(cm)

39

78

116

155

1

2

3

4

1578/6591

485.6/1647

157.5/732.4

87.24/411.9

H(m) Em(lux/klm)

0°

90°90° 180°

8378

D(cm)

54

107

161

215

1

2

3

4

875.2/3917

241.3/979.3

114.5/435.2

64.24/244.8

H(m) Em(lux/klm)

0°

90°90° 180°

4896

Beam Angle 38° 10W  3000K Beam Angle 38°15W  3000K Beam Angle 38° 20W  3000K

D(cm) D(cm) D(cm)

54

107

161

215

78

156

235

313

59

118

176

235

1

2

3

4

1

2

3

4

1

2

3

4

875.2/3917

241.3/979.3

114.5/435.2

64.24/244.8

805.2/2123

201.3/531.0

89.47/236.0

50.33/132.7

1205/4838

453.7/1209

124.8/537.6

78.54/302.4

H(m) H(m) H(m)Em(lux/klm) Em(lux) Em(lux)

0°

90°90° 180°

4896

0°

90°90° 180°

5277

0°

90°90° 180°

6047

NEW

Surface mounted Surface mounted Surface mounted Surface mounted Surface mounted Surface mounted Surface mounted
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XDS SERIES

UGR

CRI

Beam angle

CCT

Lumens

Life time

IP

<19

≥80/≥90

24°/38°

<19

≥80/≥90

24°/38°

XDS-7008S

40W

CREE

Φ156x180mm

XDS-7008S

40W

CREE

Φ156x210mm

2700K/3000K/4000K/5000K

3600 lm

50000 h

 IP44

2700K/3000K/4000K/5000K

3600 lm

50000 h

IP65

Model Code

Power

Installation

Light Source

Size(LxWxH)

Photometric

XDS SERIES DOWNLIGHT

Ø156Ø156

180 210

Beam Angle 24° 40W  3000K Beam Angle 38° 40W  3000K

D(cm)

35

70

105

140

1

2

3

4

4151/18642

1437/4534

482.2/2146

282.7/1236

H(m) Em(lux/klm)

0°

90°90° 180°

23483

D(cm)

63

124

185

246

1

2

3

4

1953/8423

445.2/2153

215.3/882.1

124.2/481.3

H(m) Em(lux/klm)

0°

90°90° 180°

11042

Dimming

New mechanisim design ensure better function on 355° HORIZONTAI rotation and 40° titling . 

Invisible  silicon ring gives more stable positioning with  simple and elegant look. 

used in commercial venues such as exhibition halls, galleries, bars, cafes and dining outlets.

Surface mounted Surface mounted
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Note: 

ADELAIDE HEAD OFFICE
260 Prospect Road Prospect SA 5082
Ph 08 8342 4900 Fax 08 8342 6689
Email : sales@ledecolighting.com.au
Web : www.ledecolighting.com.au

VICTORIA
Eco Products
Phone : 03 9013 6326
Email : sales@eco-products.com.au
Web : www.eco-products.com.au

NEW SOUTH WALES
Amit Pujara : Paramatta NSW 2150
Mobile : 0406 722 202
Email : amit@ledecolighting.com.au

VICTORIA
GO SMART LIGHTING
Email: sales@goSmartLighting.com.au
Phone: 1300 47 58 69




